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B ADD PN FOR REEL PACKAGING 25AUG2021 PZ WKH

B1 ECR-21-115370 29SEP2021 PZ WKH

B2 ECR-22-139977 24MAY2022 PZ WKH

B3 ECR-22-153237 22SEP2022 PZ WKH
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POSITION OF CENTER CONTACT
 
PLATING 0.15µm Au OVER NiP
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    PACKAGING:
    -216 CONNECTORS PER TRAY
    -10 TRAYS PER SHIPPING BOX
    -SHIPPING BOX DIMENSIONS (LxBxH): 287x187x200
 
 

    ANTISTATIC MATERIAL
 
 

    PACKAGING IN TAPE AND REEL:
    -350 CONNECTORS PER REEL
    -DETAIL INFORMATION PLEASE SEE SHEET4
 
  

    CONTACT FORCE FOR CENTER CONDUCTOR: 
                 F MAX. = 2.8 N  (Total length compressed at 6.25 mm)
 
  

    CONTACT FORCE FOR CONTACT RING: 
                 F MAX. = 5.3 N  (Total length compressed at 6.25 mm)
 
  

    RECOMENDED PCB CARACTERISTICS :
    - PLATING Au , SURFACE ROUGHNESS Rz4 MAX.
    - PCB MATERIAL  FR4
    - PCB THICKNESS MIN. 0.8 mm
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