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REC.HSG/Bu-Geh.RED/rotPBT-GF10A1-1534132-3
1A1-1534130-3

LOCKING LANCE/Rastfeder-X12CrNi177A1534133-2
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NOTES

  USED WITH RETAINER    1534131 ONLY FOR AUDI

      SUITABLE MATING PART  1534167 ONLY FOR AUDI

  AFTER PROVIDING THE CAVITIES WITH CONTACTS
      HOUSING AND RETAINER WILL BE PUSHED TOGETHER

  MATING PART EXECUTION ACC. TO DRAWING    114-18490

  SUITABLE CONTACTS  1355717 (WIRE RANGE 0.14 - 0.22 mm2)
                          928999 (WIRE RANGE 0.20 - 0.50 mm2)
                          963715 (WIRE RANGE 0.75        mm2)
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PARTS PROVIDED, BUT TILL NOW NOT ORDERED !
Teile vorgesehen, aber noch nicht beauftragt !
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DIESES ZEICHNUNGSDOKUMENT WIRD DURCH AMP INCORPORATED KONTROLLIERT.
AENDERUNGEN, DIE DEM TECHNISCHEN FORTSCHRITT DIENEN, SIND VORBEHALTEN.
DEN JEWEILS LETZTGUELTIGEN AENDERUNGSSTAND ERFAHREN SIE AUF ANFRAGE.
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DESCRIPTION
Benennung

COLOUR
Farbe

MATERIALREV.
PART NO.

Einzelteil-Nr.
REV.

ASS'Y NO./ORDER-NO.
Teil-Nr.Bestell-Nr.

REC.HSG/Bu-Geh.BLACK/schwarzPBT-GF10A1-1534132-1
A1-1534130-1

LOCKING LANCE/Rastfeder-X12CrNi177A1534133-2

Bemerkungen

  Verwendet mit Verriegelung  1534131 nur fuer Audi

      Passender Gegenstecker      1534167 nur fuer Audi

  Nach dem Bestuecken der Kontaktkammern mit Kontakten
      werden Buchsengehaeuse und Verriegelung zusammengeschoben

  Gegenstecker nach  Zeichnung    114-18490

  Passende Kontakte  1355717 (DGB 0.14 - 0.22 mm2)
                          928999 (DGB 0.20 - 0.50 mm2)
                          963715 (DGB 0.75        mm2)
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