
A3

DIMENSIONS:

�#

�#
�#

�#
�#
�#
�#

0 PLC
1 PLC
2 PLC
3 PLC
4 PLC
ANGLES

D D

C

B

A

C

B

A

4 3 2 1

OFSCALE SHEET REV

NAME

SIZE CAGE CODE DRAWING NO

TOLERANCES UNLESS
OTHERWISE SPECIFIED:

DWN

CHK

APVD

MATERIAL FINISH

REVISIONS

P LTR DATE APVDDWNDESCRIPTION

LOC DIST

BY TYCO ELECTRONICS CORPORATION. ALL INTERNATIONAL RIGHTS RESERVED.

RELEASED FOR PUBLICATION

C COPYRIGHT

THIS DRAWING IS UNPUBLISHED.

PRODUCT SPEC

APPLICATION SPEC

WEIGHT

1470-19 (2/09)

RESTRICTED TO

THIS DRAWING IS A CONTROLLED DOCUMENT FOR TYCO ELECTRONICS CORPORATION
IT IS SUBJECT TO CHANGE AND THE CONTROLLING ENGINEERING ORGANIZATION

SHOULD BE CONTACTED FOR THE LATEST REVISION.

21,2REF.
ASSEMBLED

63,0

56,0

REQ.PER ASSY
444434

ITEM FINISH MATERIAL DESCRIPTION
 -2  -1

01 01 01
PLASTIC UV 
RESISTANT

COVER

01 01 02
PLASTIC UV 
RESISTANT

BODY

01 03 SEALANT

 1 - FORNECIDO EM SACO PLÁSTICO INDIVIDUAL. PASTA DE SILICONE
     APLICADO APENAS NO CORPO INFERIOR (ITEM 02).
 
 2 - PARA COMBINAÇÕES DE CABOS E OUTRAS INFORMAÇÕES, 
     VER I.S. 411-37021-1.
 
 3 - PN 444434-1 PARA APLICAÇÃO SUBTERRÂNEA OU COMO 
     INIBIDOR DE CORROSÃO (COM SELANTE).
     PN 444434-2 PARA APLICAÇÃO AÉREA (SEM SELANTE).
 
 
 
 
 1 - SUPPLIED IN INDIVIDUAL PLASTIC BAG. SILICONE PASTE 
     APPLIED JUST ON BOTTOM BODY (ITEM 02). 
 
 2 - SELECTION VHART CABLE COMBINATION AND MORE DETAIS
     SEE I.S. 411-37021-1.
 
 3 - PN 444434-1 FOR UNDERGROUND OR CORROSION INHIBITOR 
     APPLICATIONS (SEALED).
     PN 444434-2 FOR AERIAL APPLICATIONS (NON-SEALED).
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