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NOTES:

 PLATING 0.2-0.5µm Au OVER NiP OVER Cu

 SMD STRIP PACKAGING ACCORDING TO IEC 60286-3

 UNIT PER REEL : 1600 PIECES

 VOLUME CONDUCTIVE MATERIAL

 MADE FROM POLYSTYRENE

 PLATING 0.1-0.3µm Au OVER Ni

 OFFSET : BLISTER BELT, EMPTY, BUT

 SEALED WITH COVERBELT (IEC 60286-3)

 BLISTER BELT FILLED WITH PARTS

 LAST RUNNING ACC TO IEC 60286-3

 COPLANARITY    0.1

 PREFERRED CABLE PLUG : PN 619039-1

 SMA JACK - PLUG ADAPTER : PN 619052-1

 OFFSET : COVER BELT, NO BLISTER BELT

 OFFSET : COVER BELT, NO BLISTER BELT

 STICK ON CORE OF REEL

 EXTRACTION FORCE FOR OUTER SHELL TO DIELECTRIC

 MIN 5N (BEFORE SOLDERING)

 ACCORDING TO UL-FILE NUMBER E161131

 PACKAGING DIMENSION (WxHxD) : 340x170x340mm

 NUMBER OF REELS PER BOX : 8

 LABEL ON REEL AND BOX MUST CONTAIN : 

 - CUSTOMER PART NUMBER

 - TYCO ELECTRONICS PART NUMBER

 - DATE CODE : YYWWD

 - MANUFACTURING LOCATION

000
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