SILICONE RUBBER GASKET
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REV. A TOLERANCES +.010" - UNLESS
DCO 301421 — 437 - OTHERW ISE SPECIFIED
COIL: @ 25°C CUSTOMER DATA SHEET
RESLSFACT CURRENT: 40mA MAX.
NOMINAL VOLTAGE "5 VAL - 400Hz B (2ot o3
70.0 VAL MAX., LOOHz
MUST OPERATE :
-0 1 B2o—t 483
WUST RELEasE 25.0 VAC MAX., 8.0 VAC MIN., 400 Hz 12 X p2o— A3
BLUE BEAD
ENVIRONMENT: TERMINAL VIEW
33 3000 30 ,
VIBRATION He 70 _ %Y 4 e Y g , T
CONTACT RATING:
SHOCK 200 9’s 6 MS. DURATION 15 VAC 400 Hz RESISTIVE 50,000 OPERATIONS,
CEPERATURE 70 o 1o 125 o¢ | AUX 2 AMPS 28 VDT, 115 VAC 400 Hz RESISTIVE
—_— 50,000 OPERATIONS
NOTES - OPERATE TIME 20 MS MAX.
‘ DR. R.F. 12-02-201 | CK.  M.B. 12-02-2071
RELEASE TIME 50 MS MAX.
CONTACT ROUNCE 1 MS MAX. L
AUX: CONTACT BOUNCE & MS MAX. -GS E Connectivi fy
CUsT CATALOG TE NUMBER ClI1 PART NUMBER
CUST. NO. — == Rev. NZA FCAC-325NC-AVE

F-718 REV. H



