
A3

DIMENSIONS:

0 PLC
1 PLC
2 PLC
3 PLC
4 PLC
ANGLES

D D

C

B

A

C

B

A

4 3 2 1

OFSCALE SHEET REV

NAME

SIZE CAGE CODE DRAWING NO

TOLERANCES UNLESS
OTHERWISE SPECIFIED:

DWN

CHK

APVD

MATERIAL FINISH

REVISIONS

P LTR DATE APVDDWNDESCRIPTION
ALL RIGHTS RESERVED.

RELEASED FOR PUBLICATION

C COPYRIGHT

THIS DRAWING IS UNPUBLISHED.

PRODUCT SPEC

APPLICATION SPEC

WEIGHT

1470-19 (3/13)

RESTRICTED TO

THIS DRAWING IS A CONTROLLED DOCUMENT.

TE Connectivity

Customer Drawing

T2800152201000

DAVID LI
10MAR2015

CHRIS WANG
10MAR2015

XU XIANG
10MAR2015

1:1 1 1 B

-

-

-- -

mm
-
-
-
-
-

-

HEE-015-F

-

20

20

-

BY -

- -

A INITIAL 10MAR2015 DL CW

B ECR-21-108559 06AUG2021 BS CW

131 2
0

2
1
.
3

121

121

110

1
0

4.
5

HEE-015-F T2800152201-000

DESCRIPTION PART NUMBER

PANEL CUT OUT FOR INSERTS FOR USING 
WITHOUT HOODS/HOUSINGS

NOTES:
1. TECHNICAL CHARACTERISTICS:
   INSULATION MATERIAL: PA
   RATED VOLTAGE: 200 V
   RATED CURRENT: 16 A
   INSULATION RESISTANCE: >=400M�^�
   RATED IMPULSE VOLTAGE: 3 KV
   FLAMMABILITY: UL94V-0
   MATING CYCLES: 200 FOR SILVER PLATED
                  500 FOR GOLD PLATED
   WIRE RANGE: 1.5 mm² (16 AWG)
   CONTACT TYPE: CRIMP CONTACT
2. CONTACT NEED TO BE ORDERED SEPARATELY. 
   (ORDER NO.T0080002015-010)
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