
  Data Sheet PDS-0039 
  16SEP2014 Rev. A 

 

© 2012 Tyco Electronics Corporation, a TE Connectivity Ltd. company 
All Rights Reserved 
| Indicates Change 

    TE Proprietary & Confidential Information 
    Class III Data Classification - See Policy TEC-02-04. 

1 of 2 

 
*Trademark.  TE Connectivity, TE connectivity (logo), and TE (logo) are trademarks.  Other logos, product and/or company names may be trademarks of their respective owners. 

 
 

 

 

Product Data Sheet 

产品数据表 

 

 

 
EHVS-126S(I)CB

BBB 
 Size A Size B Size C Size D  

1. 电气参数              
额定电压 U0/U(Um) kV 64/110(126) 

额定频率 Hz  50/60 

最高工作电压 kV 126 

雷电冲击电压 kV 550 

工频耐压(2.5 U0/15 分钟) kV 160 

局部放电(1.5U0) pC ≤5 

额定电流 A 同实际电缆参数 

额定短路电流 Is kA 同实际电缆参数 

 

2. 机械参数              

长度 (铜壳) mm 1250 

长度 (玻璃钢壳) mm 2015 

直径 (铜壳) mm 250 

直径 (玻璃钢壳) mm 390 

适用最大电缆导体 mm ≤48 mm (分裂或单股绞线) 

适用最大电缆绝缘 mm  55~63 60~69 67~76.5 75~85  

适用最大电缆外护层 mm ≤125 

重量（带铜壳） kg 80 

重量（带铜壳和玻璃钢壳） kg 200 

包装箱尺寸 
mm 1300×740×450 +1340×468×482（铜壳） 

mm 1300×740×450 + 1340×468×482（铜壳）+ 2050×420×490（玻璃钢壳） 

   

3. 设计参数   

导体材料   铜或铝 

预制件材料   硅橡胶 

浇注材料   聚氨酯 

外保护壳材料   铜壳（+玻璃钢壳） 

应力控制方式   应力锥 

电缆金属屏蔽类型   铅护套，皱纹铝护套，铜丝，或铜带屏蔽等 
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4. 电缆导体/接管实时测温（选购） 

精确测温范围 ℃ 0〜100 

测温精度 ℃ <±1 
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