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TE NEBYRS 485752-000

600 VAC, Silver-Coated High Strength Copper Alloy, 24 AWG, -65 -
200 °C, Twisted Pair Cable
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R4 > KRELRITELT > Outer Space 2 Core Cable: Silver Coated Copper, 24 AWG

T4RESERE: -65-200°C[-85-392°F]
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TERBE: 600VAC
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Fir&B Outer Space 2 Core Cable: Silver Coated Copper, 24 AWG (18)
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MBAFH > 51 TE ERERRE © >
KkEERoHS$5<2011/65/EU Not Compliant
KREEELV#5<2000/53/EC Not Compliant
HEESEFTREESYFRREEREIEMNE (ChinaRoHS2° T BAEYHRSEBHIFE Restricted
WS BIEEPHEEZHZ2016FEFE32ES Substance(s) Above Threshold

KREEREACH;AIE(EC) No. 1907/2006
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o
= TE
600 VAC, Silver-Coated High Strength Copper Alloy, 24 AWG, -65 — 200 °C, Twisted -_"— e
Pair Cable

Current ECHA Candidate List: JUNE 2025
(250)

Candidate List Declared Against: JUNE
2025 (250)

SVHC > Threshold:

Cd (.6% in 74004044)

Article Safe Usage Statements:
Use personal protective equipment as required. Do not eat, drink or smoke when
using this product. Recycle if possible and dispose of the article by following all

applicable governmental regulations relevant to your geographic location.

NEZE Out of Scope - excluded from Halogen

requirements

1B T Z 87 Not applicable for solder process capability
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TE @4 D17660-000
D-200-82

BEFREBXT

TE P @4w=292518-000 TE P @4s = EM8513-000 TE P &%= CAT-55PC-S-TP-8-20 TE F=&¥4s=CW1800-000
55/0124-22-9/96 55/1814-24-9-9 Single Core Twisted Pair Cable: Silver 55/1124-20-9/96-9
Coated, 8-20 AWG
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600 VAC, Silver-Coated High Strength Copper Alloy, 24 AWG, -65 - 200 °C, Twisted e
Pair Cable connectivity
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TE Mm% SEG0331-000 TE @K 5197015-000 TE P m4#S CAT-55-SC-H-8-14 TE P m4#S513313-000
TXR41SC90-12088BlI 55/0814-24-0 Space Wire: Silver Coated Copper 55/0824-24-9/96
Wire, 8-14 AWG
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WiIER/HRI
Raychem Wire and Cable Quick Reference Guide

SRS

= A
= A

E QRN

t. For support call+86 400 820 6015 12/15/2025 07:40AM | Page 3


https://www.te.com.cn/chn-zh/product-513313-000.html
https://www.te.com.cn/chn-zh/product-CAT-55-SC-H-8-14.html
https://www.te.com.cn/chn-zh/product-197015-000.html
https://www.te.com.cn/chn-zh/product-EG0331-000.html
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773735-6&DocType=Data%20Sheet&DocLang=English&DocFormat=pdf&PartCntxt=485752-000
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=SPEC55/&DocType=Specification%20Or%20Standard&DocLang=English&DocFormat=pdf&PartCntxt=485752-000

