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用于非投入式压力测量的 KPSI 27 传感器专为需要高可靠性和高性价比的严苛工业应用设计。

 

 这些压力传感器可在大部分严苛条件下提供可重复的精确测量。
这些传感器可以测量高达 2000 psi (13,790 kPa) 的真空压力，从而能够满足几乎所有工业压力测量要求，而且提供适用于水下应用
的压膜成型电缆 (IP 67)。所有 KPSI 传感器都使用专为应对腐蚀液体和气体而设计的高精度压力传感器元件。该元件与辅助电子设
备一起封装在使用 316SS 或钛制成的耐用外壳中。可选多种压力和电气接口与大部分系统配套。

优势
支持定制电缆长度•

焊接 316SS 或钛金属外壳 •

定制压力范围高达 2,000 psi•

4-20 mA 或 VDC 模拟输出 •

可选终身防雷击保护•

应用
罐体液位•

泵控制•

气泡系统•

压缩机•

应用说明

使用静水压力的水位传感 (PDF)

了解使用投入式压力变送器测量液位的基础知识。

用于液位测量的密封压力、通风压力和绝压 (PDF)

了解使用投入式压力变送器测量液位时密封压力、通风压力和绝压的差异。

变送器现场检查 (PDF)

了解如何在现场检查确认液位传感器的功能。
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在 TE 官网查看>

https://www.te.com.cnnull
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=WaterLevel_Sensing_Using_Hydrostatic_Tch&DocType=SS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=Sealed_Vented_Absolute&DocType=SS&DocLang=EN
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=Transducer_Field_Checks&DocType=SS&DocLang=EN
https://www.te.com.cn/chn-zh/product-CAT-WLS0019.html


 

0.25% FS Pressure Transducer

Page  04/10/2024 04:36PM | 2    For support call +86 400 820 6015

产品特性

参考编号

TE 内部编号 CAT-WLS0019

查看下一页产品

相关材料
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相关材料
Data Sheet

KPSI 27

English

Agency Approval Document

KPSI Certification Booklet

English

Specification Or Standard

KPSI Line Card

English

Specification Or Standard

KPSI Analog Manual

English

Specification Or Standard

KPSI Accessories

English

Specification Or Standard

KPSI Moisture Protection

English

Specification Or Standard

KPSI Transducer Selection Guide

English

Specification Or Standard

KPSI Cable Options

English

Specification Or Standard

KPSI Lightning Protection Product Guide

English

https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Data+Sheet%7FKPSI_27%7FA7%7Fpdf%7FEnglish%7FENG_DS_KPSI_27_A7.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Agency+Approval+Document%7FKPSI_Certification_Booklet%7FB%7Fpdf%7FEnglish%7FENG_AAD_KPSI_Certification_Booklet_B.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FKPSI_Line_Card%7FA1%7Fpdf%7FEnglish%7FENG_SS_KPSI_Line_Card_A1.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FKPSI_Analog_Manual%7FA1%7Fpdf%7FEnglish%7FENG_SS_KPSI_Analog_Manual_A1.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FKPSI_Accessories%7FA1%7Fpdf%7FEnglish%7FENG_SS_KPSI_Accessories_A1.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FKPSI_Moisture_Protection%7FA%7Fpdf%7FEnglish%7FENG_SS_KPSI_Moisture_Protection_A.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FKPSI_Transducer_Selection_Guide%7FA1%7Fpdf%7FEnglish%7FENG_SS_KPSI_Transducer_Selection_Guide_A1.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FKPSI_Cable_Options%7FA%7Fpdf%7FEnglish%7FENG_SS_KPSI_Cable_Options_A.pdf%7FCAT-WLS0019
https://www.te.com.cn/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Specification+Or+Standard%7FKPSI_Lightning_Protection_Product_Guide%7FA%7Fpdf%7FEnglish%7FENG_SS_KPSI_Lightning_Protection_Product_Guide_A.pdf%7FCAT-WLS0019

