CT91943001 v ==

RAYCHEM

TE &S CT91943001

600 VAC, Tin-Coated Copper, 24 AWG, -65 - 150 °C, Twisted Pair
Cable
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R4 > RELRITEYT > General Purpose 2 Core Cable: Tin Coated Copper, 24 AWG
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F'B General Purpose 2 Core Cable: Tin Coated Copper, 24 AWG (30)
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KkEERoHS$5<2011/65/EU Compliant
KREEELV#5<2000/53/EC Compliant
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CT91943001

600 VAC, Tin-Coated Copper, 24 AWG, -65 — 150 °C, Twisted Pair Cable

Current ECHA Candidate List: JUNE 2025
(250)

Candidate List Declared Against: JAN 2025
(247)

Does not contain REACH SVHC

NESE Out of Scope - excluded from Halogen
requirements
1F12 T ZHET Not reviewed for solder process capability
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TE G4 S 650074-000
D-436-36
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TE F= @4 S114017-2Z TE P aafR S CAT-D48-ST273 TE F=mémSDT06-2S
SEALING PLUG, SIZE 12/16, WHT DEUTSCH Connector Solid Contacts PLG, 2P, GRY, N

TE F=mém S DT04-2P
REC, 2P, GRY, N
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600 VAC, Tin-Coated Copper, 24 AWG, -65 — 150 °C, Twisted Pair Cable
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TE F=@m4s 5 CAT-D487-W416 TE F=@m4s5281934-2 TE =@ S CAT-AM71-CH8172
Wedgelocks: DEUTSCH DT SINGLE WIRE SEAL AMP SUPERSEAL 1.5MM » EiZE =K
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Raychem Wire and Cable Quick Reference Guide
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