
KONFORM ITATSERKLARUNG

Tyco
Electronics

CONFORMITY DECLARATION
Tyco Electronics Corporation

Global Application Tooling Division
627 N Grant Street, Waynesboro, PA, 17268, USA

Tyco
Electronics

Wir erklãren, dass die Maschine:

Bezeichnung, Typ oder Modell

eriennummer o er

We declare that the machinery:

626 Pneumatic Crimping Tool, Adaptors and Dies

yco ectron Cs
626 Pneumatic Crimp Tool System

Standard 626 Tool

Power Units

Micro 626 Tool

Power Units

Description
Hand Operated Power Unitwithout Booster
Hand Operated Power Unit with Booster
Foot Operated Power Unit without Booster
Hand Operated Power Unit with Booster

Tool Holders

Description

Large Tool Holder with out Ratchet
Large Tool Holder with Ratchet
Small Tool Holder without Ratchet
SmalITool holder with Ratchet
Straight Action Adapter without Ratchet
Straight Action Adapter with Ratchet

Double Action Hand Tool Adapter - See Note I

Crimp Heads for Large Tool Holders 189167-1
and 356302-1

Descnption
22-10 PIDG Cnmp Head

12-10 P100 Crimp Head
22-14 Ultrafast Crimp Head - See Note I
22-10 Solistrand Head
8 Solistrand Head
6 Solistrand Head
Pro-CrimperAdapter Head - See Note I
18-8 Closed End Splice Head
18-10 Closed End Splice Head
22-10 Strato therm Head
16-14 Copalum Head
12-10 Copa um Head
8 Copalum Head
8 Terminyl Head
8 Termifoil Head

Crimp Heads for Straight Action Adapters
189928-1 and 356304-1

Description
22-16 Plasti-Grip Butt Splice H ead
16-14 Plasti-Grip Butt Splice Head
22-16 PIDG Head

12135631 16-14 PIDG Head
22-16 Solistrand Head

16-14 Solistrand Head
14-12 Solistrand Head
22-10 Solistrand Head

Crimp Heads for Straight Action Adapters
189928-1 and 356304-1

Description
Certi-Crimp II Straight Action Adapter Head
22-14 PIDG T Head

Note 1: There are many die sets and heads that can be utilized in the 626 Pneumatic Crimping
Tool. Because of the large number of options and new dies and heads that are continuously being
designed and released, we have not included the individual part numbers in this document For
additional information contact your Tyco Electronics Sales Engineer or call the Tyco Electronics
Technical Support Center.

Part Number
14 905 67-1

Part Number
16 736 11-1
35630 4-1

Part Number
314 86 8-1
314 869-1
3 1427 0-3

3 1426 9-1
31451 6-1

31451 7-1
3 14 51 8-1
189 98 9-1

Part Number
1583527-1
217202-1

Part Number
189 12 1-1
189721-2
189722-1
189722-2

Part Number

189767-1
356302-1
189766-1
35630 3-1
189928-1
356304-1

Description
Hand Operated Power Unit

Tool Holders

Description
Small Tool Holder with Ratchet
Straight Action Adapter with Ratchet

Crimp Heads for Smell Tool Holder 1673611-1

Part Number
67930 5-1

67930 0-1
679 992-1
67930 1-1

13 38757-1
13 38758-1
679304-1
189896-1
189466-1
21720 6-1
189447-1
189444-1

1320369-1
904 395-1
217923-1

Part Number

15 83521-1
21720 2-1
21720 0-1
318 161-1

Part Number
85 640 2-1

Description
Certi-Crimp II Straight Action Adapter Head See
Note 1
22-14 PIDG T Head
Straight Action Adapter Head - See Note I
C Head Adapter Head - See Note I

Accessories

Description
Bench Mount Assembly
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Seriennummer oder PN (Tyco Electronics PN)
auf das sich diese Erklarung bezieht, mit der/den folgenden
Norm(en) oder normativen Dokument(en) übereinstimmt

DIN EN ISO Sicherheit von Maschinen - Grundbegriffe,
12100-1 allgemeine Gestaltungsleitsatze - Tell 1:

Grundsbtzliche Terminologie, Methodologie
(ISO 121 00-1 :2003); Deutsche Fassung EN
ISO 121 00-1 :2003

DIN EN ISO Sicherheit von Maschinen - GrundbegrifIe,
12100-2 allgemeine Gestaltungsleitsatze - Tell 2:

Technische Leitsbtze (ISO 12100-2:2003);
Deutsche Fassung EN ISO 12100-2:2003

Sicherheit von Maschinen -

Sicherheitsabstände gegen das Erreichen
von Gefbhrdungsbereichen mit den oberen
und unteren Gliedma1~,en (ISO 13857:2008);
Deutsche Fassung EN ISO 13857:2008

Konformitätsbewertung - Konformitäts
erklarung von Anbietern - Tell 1: Allgemeine
Anforderungen (ISO/IEC 17050-1:2004
korrigierte Fassung 2007-06-15); Deutsche
Fassung EN ISO/IEC 17050-1:2009

Sicherheit von Maschinen -

Sicherheitstechnische Anforderungen an
fluidtechnische Anlagen und deren Bauteile -

Pneumatik

BS EN 28862-I Bewegliche Energienhandwerkzeuge ISO
8661-1: 1998 Bewegliche
Energienhandwerkzeuge. MaI?, von
Erschütterungen am Handgriff

for which this declaration is issued, conforms to the following
norm(s) or norm-like document(s)

DIN EN ISO Safety of machinery - Basic concepts, general
12100-1 principles for design - Part 1: Basic terminology,

methodology (ISO 12100-1:2003); German
edition EN ISO 12 100-1:2003

DIN EN ISO Safety of machinery - Basic concepts, general
12 100-2 principles for design -

Part 2: Technical principles (ISO 12100-2:2003);
German edition EN ISO 12100-2:2003

DIN EN ISO Safety of machinery - Safety distances to prevent
13857 hazard zones being reached by upper and lower

limbs (ISO 13857:2008); German edition EN ISO
13857:2008

Conformity assessment - Supplier’s declaration of
conformity - General requirements (ISO/IEC
17050-1:2004, corrected version 2007-06-1 5);
German version EN ISO/IEC 17050-1:2009

BS EN 983 Safety of machinery - Safety requirements for
fluid power systems and their components -

Pneumatics

BS EN ISO Safety of machinery - Risk assessment -

1412 1-1 Principles

BS EN 28862-1 Hand-held portable power tools ISO 8662-1:
1998 Hand-held portable power tools.
Measurement of vibrations at the handle

DIN EN ISO 13857

DIN EN ISO/IEC
17050-1

BS EN
983+A1 :1996-1 1-15

DIN EN ISO/IEC
17050-1

BS EN ISO 14121- Sicherheit von Masehinen - Risikobeurteilung -

1:2007-09-28 L.eitsaetze
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KONFORMITATSERKLARUNG
CONFORMITY DECLARATION

Tyco Electronics Corporation
Global Application Tooling Division

627 N Grant Street, Waynesboro, PA, 17268, USA

Wir erklären in alleiniger Verantwortung, dass das Produkt: We declare in sole responsibility that the product:

Sicherheit von Maschinen - Elektrische
Ausrustung von Maschinen - Teil 1:
Aligemeine Anforderungen (IEC 60204-
1:2005, modifiziert); Deutsche Fassung EN
60204-1:2006

Handgehaltene nicht-elektrisch betriebene
Maschinen - Sicherheitsanforderungen - Teil
10: Maschinen zum Pressen

GemäB den Bestimmungen der Richtlinien des Rates zur An
gleichung der Rechtsvorschriften der Mitgliedstaaten für
Maschinen Richtlinie 2006/42/EG vom 17.05.2006

Elektrische Betriebsmittel zur Verwendung innerhalb bestimmter
Spannungsgrenzen, Richtlinie 2006/95/EG vom 12.12.2006

Elektromagnetische Vertrãglichkeit, Richtlinie 2004/108/EG vom
15.12.2004

Rechtsverbindlich ist die englische Originalfassung

Name des Dokumentationsbevollmächti ten:

Adresse des Dokumentationsbevollmächtigten:

eria num er or

for which this declaration is issued, conforms to the followng
norm(s) or norm-like document(s)

Safety of machinery - Electrical equipment of
machines - Part 1: General requirements (IEC
60204-1:2005, modified); German edition: EN
60204-1:2006

BS EN 792-2 Hand-held, non-electric power tools. Safety
Requirements. Cutting-off and crimping power

In accordance with the regulations of the guideline of the
council for the alignment of regulations for machines within the
Member States, Directive 2006/42JEC, dated 17.05.2006

Electrical equipment designed for use within certain voltage limits.
Directive 2006/95/EC, dated 12.12.2006

Electromagnetic compatibility, Directive 2004/108/EG, dated
15.12.2004

Jtta In

The original English version is legally binding

Name of the authorized Person for documentation:

Address of the authorized Person for documentation:
Tyco lectron AMP G H - A er strasse 2- - D-64625 Be hel - Ge

Name des Bevollmächtigten:

Anschrift des Bevollmächtigten:
L. id er.Assocla es sea; - I ess e tre, Co o dJr

U terschriftISi~ e

Tyco
Electronics

Tyco
Electronics

Bezeichnung, Typ oder Modell

eriennummer o er

auf das sich diese Erklarung bezieht, mit der/den folgenden
Norm(en) oder normativen Dokument(en) übereinstimmt

626 Pneumatic Crimping tool, Heads, Adapter, and Dies

DIN EN 60204-1

BS EN 792-10

DIN EN
60204-1

BS EN 792-2 Handgehaltene nicht-elektrisch betriebene
Maschinen - Sicherheitsanforderungen - Tell
2: Maschinen Zum Abschneiden und
Quetschen

Hand-held, non-electric power Tools. Safety
BS EN 792-10 Requirements. Compression Power Tools

tools

Name of the Authorized Representative:
Pa Laicler

Address of the authorized Person for documentation:

24855-DI 086

,BllI gh S 34EA

—c,-z~9 0
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