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ENGINEERING CONSIDERATIONS (NOT FOR INSPECTOR USE): 
 
 Use — For use only in or with products where the acceptability of the 
combination is determined by Underwriters Laboratories Inc. 
 
Conditions of Acceptability — 
 
1. The suitability of the mounting means shall be determined in the end—

use applications. 
 
2. The suitability of the solder connections to the soldering posts shall 

be determined in the end—use applications. 
 
3. Cat. Nos. 172378—1, —2 are intended to be mated to Cat. Nos. 172380—1, 

—2 respectively. 
 
4. The Cat. No. 172378-1, -2 pressure screw terminals are intended for use 

with conductors that have been pre-terminated (prepared conductors) 
with suitable ring or spade terminals. 

 
5. The suitability of ring or spade terminals used in conjunction with the 

Cat. No. 172378-1, -2 screw terminals shall be determined in the end—
use equipment. 

 
6. The minimum through air and over surface spacing between terminals of 

opposite and/or live terminals and grounded dead metal parts shall be 
maintained when terminations with ring or spade type pressure terminal 
connectors are made. 

 
7. The insulating bodies are molded of polymeric materials, as specified 

in the following tabulation. The use of these materials shall be judged 
in the end use application. 

 
        Base Material Temperature 
   Cat. No.      Material         Rating, °C   
 
 172378—1,—2, Novadur 5010GN3—15     1300C 
 172380—1,—2  by Mitsubishi 
    Chemical Ind. Co. 
 

172378-1,-2,      Novaduran 5010GN1-15(r2),        1300C 
172380-1,-2       and Novadur 5010GN6-15M8 

                        (ccc)(r2) by Mitsubishi 
                        Engineering Plastics Corp. 
                        (E53664)   
 


