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I. Terminations

EPKT

Raychem Low Voltage Heat-shrink Terminations up to 1 kV
EPKT

Raychem Low Voltage Heat-shrink Terminations 3.6 kV

EPKT

Raychem Medium voltage Heat-shrink Terminations 7.2 kV.
EPKT

Raychem Medium Voltage Heat-shrink Terminations up to 17.5 kV.
EPKT

Raychem Medium Voltage Heat-shrink Terminations up to 24 kV.
EPKT

Raychem Medium Voltage Heat-shrink Terminations up to 33 kV

IXSU/OXSU - Zinc Oxide Terminations
Raychem Medium Voltage Heat-shrink Terminations up to 12 kV

IXSU/OXSU - Zinc Oxide Terminations
Raychem Medium Voltage Heat-shrink Terminations up to 24 kV.

CSTI/CSTO
Raychem Medium Voltage Cold Applied Terminations up to 24 kV.

Terminations Accessories

RCAB

Raychem Elastomeric Insulating Bushing Boots RCAB
for Bushings up to 17.5 kV and 24 kV

RSRB

Raychem Heat-shrink Bushing Boots up to 11 kV

RICS

Raychem Insulated Adapter Termination System RICS
for SF6-Insulated Switchgear up to 24 kV

RSES 52xx

Raychem Screened Adapter System

for CENELEC A Bushing 250 A, 24 kV

RSES 64xx

Raychem Screened Adapter System

for CENELEC B Bushing 400 A, 24 and 36 kV

RSTI

Raychem Switchgear Connection System

for CENELEC C1 (630 A) and C2 (1250 A) for 12-36 kV
RSTI-CC

Raychem Switchgear Connection System

for CENELEC C1 (630 A) and C2 (1250 A) for 12-36 kV
RSTI-SA

Raychem Screened Surge Arrester System 630 A for 12-36 kV
RPIT

Raychem Plug In Termination System up to 42 kV

for Gas-insulated Switchgear up to 1250 A
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Il. Joints
TBS, TBJ
Raychem Low Voltage Resin Filled joints up to 1 kV 30
EPKJ and AR
Raychem Low Voltage Heat-shrink cable joints up to 1kV 31
ECKJ Joints
Raychem Low Voltage Heat-shrink control cable joints
up to TkV 32
Raygel
Raychem PowerGel filled Cable Joints for single
and multi-core polymeric cables 0.6/1 kV unarmoured 33
EPKJ
Raychem Medium Voltage Heat-shrink joints for single and
three core cables armoured and unarmoured up to 36 kV. 34
SXSU
Raychem Medium Voltage Heat-shrink joints for single core
unarmoured cables up to 36 kV 38
MXSU
Raychem Medium Voltage Heat-shrink joints for single core
unarmoured cables up to 36 kV 39

MXSU Size Transition Joints
Raychem Medium Voltage Heat-shrink joints for single core

unarmoured cables up to 36 kV 40
MXSB

Raychem Medium Voltage Heat-shrink Branch joints for

single core unarmoured cables up to 24 kV 41
MXAW, SXAW

Raychem Medium Voltage Heat-shrink joints for single core

aluminium wire armoured cables up to 36 kV 42
MXSW, SXSW

Raychem Medium Voltage Heat-shrink joints for three core

armoured cables up to 24 kV 43
MXSE, EPKE

Raychem Medium Voltage Heat-shrink Live End Seals for

single core unarmoured cable up to 36 kV 44
SHSS

Raychem Shrinkset Heat-shrink resin filled Universal straight,

transition, branch and pot ends up to 12 kV 45
CSJA

Raychem Medium Voltage Cold-applied joints for single core

unarmoured cable up to 36 kV. 46
CSJH

Raychem Medium Voltage Cold applied Straight Joints

With Heat Shrink Protection up to 36KV 47
CSJT

Raychem Medium Voltage Cold-applied joints for three core

unarmoured cable up to 24 kV 48
CATJ

Raychem Medium Voltage Cold-Applied Transition Joints for

3 Core Paper to Polymeric Cables up to 36 kV 49

__J
ENERGY /// ENERGY ACCESSORIES - TE

connectivity



Content

111. Tubing and Moulded Parts

MWTM

Raychem heat-shrink tubing, medium wall, weather and

UV-resistant, with or without adhesive 52

WCSM

Raychem heat-shrink tubing, thick wall, weathering and

UV-resistant with adhesive 53

WCSF - Nuclear Tubing

Raychem thick wall, flame retardant, radiation resistant heat-shrink

tubing for nuclear applications with or without adhesive 54

CNTM

Raychem electrically conductive heat-shrink tubing 55

FCSM

Thick-wall flame retardant heat-shrink tubing with adhesive coating 55

ZCSM

Raychem heat-shrinkable halogen-free, heavy-wall tubing for low fire

hazard areas 56

CRSM

Raychem heat-shrinkable halogen-free wraparound system for

plastic or metal sheathed cable repair 57

CWRT

Raychem heat-shrinkable reinforced wrap-around sheath repair kit 57

End caps

For the protection of cable ends 58

Breakouts

For low voltage 2, 3 and 4-core with or without shielding 59
IV. Wildlife and Asset Protection

BBIT

Raychem Thick Wall Medium Voltage Busbar Insulation Tubing 62

BPTM

Raychem Medium Wall Medium Voltage

Busbar Insulation Tubing 63

LVIT

Raychem Heat-shrinkable Busbar Insulation Tubing 64

HVBT

Raychem Heat-shrinkable Tape for the Insulation of Busbars 65

MVFT

Raychem Medium Voltage Fusion Tape 66

MVCC

Raychem Medium Voltage Conductor Covers 66

MVLC

Raychem Medium Voltage Line Cover 67

LvVBC

Raychem Low voltage Bushing cover 68

BISG

Raychem Bus Insulator Squirrel Guard 68

BCIC

Raychem Bird Caps 68

BCIC

Raychem Bus Connection Insulating Covers 69

BCAC

Raychem Bushing Connection Animal Covers 69
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V. Connectors and Fittings

LVET

Low Voltage End Terminations 72
BET

Low Voltage End Terminations 72
VET Fittings
Low Voltage End Terminations 73
UST

Low Voltage Insulated Straight Connectors 73
UST INS

Low Voltage Insulated Straight Connectors 74
HUC

Low Voltage Insulated Straight Connectors 74
BTC

Low Voltage Insulated Straight Connectors 75
UBR

Low Voltage Insulated Branch Connectors 75
ANC

Low Voltage Insulated Branch Connectors 76
usB

Low Voltage Insulated Branch Connectors 76
P1

Low Voltage Insulated Branch Connectors 77
SB-AL

Low Voltage Connectors - Branch - Not Insulated 78
MSIP

Low Voltage Insulated Piercing Connectors 79
SSIP

Low Voltage Insulated Piercing Connectors 79
I1PC

Low Voltage Insulated Piercing Connectors 80
FCEC

Low Voltage Connectors Accessories 81
Shells

Vacuum forming and plastic fabrication 81
BLMT

Medium Voltage Mechanical Lugs 82
BSMx

Medium Voltage Mechanical Connectors 83
BSMB

Medium Voltage Reduction Connectors 85
BSMV

Medium Voltage Split Connectors 87
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VI. Tool and Accessories

Torch Box with Contents FH-1630-S-MC10
Torch Handle FH-1630-S-HNZ FH-1630-S-HSZ
Nozzles for FH-1630-S

Torch Box with Contents FH-1630-PIE-MC10
Torch Handle with Piezo Ignition FH-1630-PIE
Nozzles for FH-1630-PIE

Constant Pressure Regulator FH-1630-PIE-R1
Automatic Cut-off Valve FH-1630-PIE-CV
Safety Regulator FH-1630-PIE-LGS

High Pressure Hoses

Torch Assembly FH-1630-S-TS1

Hot Air Gun

Complete Tool Kit IT-T000-001-CEEO2
Cordless Impact Wrench IT-1000-033-UK/US
Cable Preparation Stand IT-1000-002

Cable Knife EXRM-0607

Hook Knife EXRM-0947

Scoring Tool for Easy Strip Screens IT-1000-011
Ratchet Type Cutter KR 600

Insulation Stripping Pliers EXRM-1004
Insulation Stripping String EXRM-0764

Insulation and Oversheath Stripping Tool IT-1000-024

Screen Removal Tool IT-1000-017
Stripping Tool HVIA-STRIPPER
Hexagon Insert Socket EXRM-1228
Installation Tool IT-1000-019
Cleaning Tissues EPPA-004
Channel Pulling Tool IT-1000-014
Ligarex Pliers IT-1000-004

RDSS - Inflatable sealing system for cable ducts
CES - Raychem Heat-Shrinkable Cable Entry Seals

Guroflex - Cold-Pour Insulating Compound
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Chapter 1: Cable Terminations Heat-shrink Terminations EPKT

EPKT

Raychem Low Voltage Heat-shrink Terminations up to 1 kV

FEATURES = Hot-melt adhesive-coated cable
breakout and seeling sleeves

APPLICATION =  For sealing and protection of indor or
outdoor cable ends on armoured or
unarmoured cables.

= For 2,3 and 4 core cables

CONFORMS TO = Tested in accordance to CENELEC HD
623 S1.1996 and EN 50393

1kV 3 and 4-core indoor and outdoor terminations for armoured and unarmoured cables

Product name No of cores Conductor size (mm?) Part number
EPKT 0030 (S10) 3 25-50 804937-011
EPKT 0046 (S10) 3 70-150 963807-000
EPKT 0062 (S10) 3 185-300 208159-011
EPKT 0015 (S20) 4 4-16 288775-000
EPKT 0031 (S10) 4 25-50 005023-000
EPKT 0047 (S10) 4 70-150 597107-000
EPKT 0063 (S10) 4 185-300 063097-000

1kV 1, 3 and 4-core indoor and outdoor terminations for armoured cables

Product name No of cores Conductor size (mm?) Part number
EPKT 0017 (S5) 2 25-50 024865-000
EPKT 0003 (S10) 4 4-16 121775-000
EPKT 0019 (S5) 4 25-50 868777-000
EPKT 0035 (S5) 4 70-150 223409-000
EPKT 0051 (S5) 4 185-300 803719-000

EPKT

Raychem Low Voltage Heat-shrink Terminations 3.6 kV

3.6 kV 3-core indoor and outdoor terminations
Product name ‘ No of cores Conductor size (mm?) Part number
650mm core tail length
EPKT 2042 3 25-50 796188-011
EPKT 2052 & 70-120 796194-000
EPKT 2062 3 150 - 240 796200-011
850mm core tail length
EPKT 2043 3 25-50 796189-011
EPKT 2053 3 70-120 796195-011
EPKT 2063 3 150 - 240 796201-000
1200mm core tail length
EPKT 2044 3 25-50 796190-000
EPKT 2054 & 70-120 796196-000
EPKT 2064 3 150 - 240 796202-000
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Chapter 1: Cable Terminations

Heat-shrink Terminations EPKT

EPKT

Raychem Medium Voltage Heat-shrink Terminations 7.2 kV

FEATURES

APPLICATION

Length of termination tail (3-core only)

for 450 mm = H1
for 650 mm = H2
for 800 mm = H3
for 1200 mm = H4

CONFORMS TO

7.2 kV 1-core indoor terminations for polymeric cables

= Universal termination family for
12-36 kV based on Raychem SCTM
stress control technology

= Red non-tracking Raychem HVOT
tubing provides excellent
environmental protection

= All applications for polymeric 1-core,
3-core, armoured and unarmoured
cables

= Can be used in combination with
Raychem RICS / RCAB / RSRB
switchgear connection systems

= Tested in accordance to CENELEC
HD.629.1.52:2006, IEC 60502-4 and
IEEE 48

Product name Conductor size (mm?) Part number
EPKT 7A1XI 16-50 369608-011
EPKT 7B1XI 70-120 034189-000
EPKT 7C1XI 150 - 240 882065-011
EPKT 7D1XI 300 - 500 769766-011
EPKT 7E1XI 630 - 1000 393728-000

7.2 kV 1-core outdoor terminations for polymeric cables

Product name Conductor size (mm?) Part number
EPKT 7B1XO 70-120 240394-000
EPKT 7C1X0 150 - 240 519922-011
EPKT 7D1XO 300 -500 318838-011
EPKT 7E1XO 630 - 1000 619899-011

7.2 kV 3-core indoor terminations for polymeric cables

Product name Conductor size (mm?) Part number
EPKT 7C3XIH2 150 - 240 310407-011
EPKT 7C3XIH3 150 - 240 565544-011
EPKT 7D3XIH2 300 -500 TBC

7.2 kV 3-core outdoor terminations for polymeric cables

Product name Conductor size (mm?) Part number
EPKT 7C3XOH2 150 - 240 964985-000
EPKT 7D3XOH1 300-500 955857-000
EPKT 7D3XOH3 300 -500 895086-000
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Chapter 1: Cable Terminations

Heat-shrink Terminations

Length of termination tail (3-core only)

for 450 mm = H1
for 650 mm = H2
for 800 mm = H3
for 1200 mm = H4

EPKT

EPKT

Raychem Medium Voltage Heat-shrink Terminations up to

17.5 kV
FEATURES = Universal termination family for
12-36 kV based on Raychem SCTM
stress control technology
= Red non-tracking Raychem HVOT
tubing provides excellent
environmental protection
APPLICATION = All applications for polymeric and

CONFORMS TO

Raychem Medium Voltage Heat-shrink Terminations up to 17.5 kV

MIND paper on 1-core, 3-core,
armoured and unarmoured cables
= Can be used in combination with
Raychem RICS / RCAB / RSRB
switchgear connection systems

= Tested in accordance to CENELEC
HD.629.1.52:2006, IEC 60502-4 and
IEEE 48

Product name

‘ Conductor size (mm?)

Part number

17.5 kV 1-core indoor terminations for polymeric cables

EPKT 17B1XI 35-70 500365-011
EPKT 17C1XI 95 - 240 068756-011
EPKT 17D1XI 300 - 400 328499-011
EPKT 17E1XI 500 - 800 027618-011
EPKT 17F1XI 1000 896210-011
17.5 kV 1-core outdoor terminations for polymeric cables

EPKT 17B1X0 35-70 595847-011
EPKT 17C1X0 95 - 240 931928-011
EPKT 17D1X0 300 - 400 206772-011
EPKT 17E1XO 500 - 800 712995-011
EPKT 17F1X0 1000 051492-011
17.5 kV 3-core indoor terminations for polymeric cables

EPKT 17A3XIH2 16-25 842908-011
EPKT 17A3XIH4 16-25 154667-011
EPKT 17B3XIH2 35-70 007825-011
EPKT 17B3XIH4 35-70 663811-011
EPKT 17C3XIH2 95 - 240 258166-011
EPKT 17C3XIH4 95 - 240 889147-011
EPKT 17D3XIH2 300 - 400 789902-011
EPKT 17D3XIH4 300 - 400 405002-011
17.5 kV 3-core outdoor terminations for polymeric cables

EPKT 17A3X0OH2 16-25 470454-000
EPKT 17A3XOH3 16-25 208196-000
EPKT 17B3XOH2 35-70 168183-011
EPKT 17B3X0OH4 35-70 283692-011
EPKT 17C3X0H2 95 - 240 181259-011
EPKT 17C3X0H4 95 - 240 667923-000
EPKT 17D3XOH3 300 - 400 747026-000
EPKT 17D3X0H4 300 - 400 434873-011
17.5 kV 3-core indoor terminations for paper cables

EPKT 17A3MIH2 16-25 818652-000
EPKT 17A3MIH4 16-25 251778-000
EPKT 17B3MIH2 35-70 085596-011
EPKT 17B3MIH4 35-70 006552-000
EPKT 17C3MIH2 95 - 240 025719-011
EPKT 17C3MIH4 95 -240 835269-011
EPKT 17D3MIH2 300 - 400 321575-011
17.5 kV 3-core outdoor terminations for paper cables

EPKT 17A3M0OH2 16-25 468180-000
EPKT 17A3M0H4 16-25 TBC

EPKT 17B3MOH2 35-70 740131-011
EPKT 17B3MOH3 35-70 152178-000
EPKT 17C3MO0H2 95 -240 158810-011
EPKT 17C3MO0H4 95 -240 313358-011
EPKT 17D3MOH2 300 - 400 604082-011
EPKT 17D3MOH4 300 - 400 702854-011
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Chapter 1: Cable Terminations

Heat-shrink Terminations EPKT

EPKT

Raychem Medium Voltage Heat-shrink Terminations up to

24 kv

FEATURES

APPLICATION

Length of termination tail (3-core only)

for 450 mm = H1
for 650 mm = H2
for 800 mm = H3
for 1200 mm = H4

CONFORMS TO

Raychem Medium Voltage Heat-shrink Terminations up to 24 kV

= Universal termination family for 12-36
kV based on Raychem SCTM stress
control technology

= Red non-tracking Raychem
HVOT tubing provides excellent
environmental protection

= All applications for polymeric and
MIND paper on 1-core, 3-core,
armoured and unarmoured cables

= Can be used in combination with
Raychem RICS / RCAB / RSRB
switchgear connection systems

= Tested in accordance to CENELEC
HD.629.1.52:2006, IEC 60502-4 and
IEEE 48

Product name

‘ Conductor size (mm?)

Part number

24 kV 1-core indoor terminations for polymeric cables

EPKT 24B1XI 25-50 562168-000
EPKT 24C1XI 70-185 922196-011
EPKT 24D1XI 240 -300 451649-000
EPKT 24E1XI 400 - 630 975658-011
EPKT 24F1XI 800 - 1000 306994-000
24 kV 1-core outdoor terminations for polymeric cables

EPKT 24B1XO 25-50 613670-011
EPKT 24C1X0 70-185 278218-011
EPKT 24D1X0 240-300 485566-000
EPKT 24E1X0 400 - 630 792760-011
EPKT 24F1X0 800 - 1000 844961-000
24 kV 1-core indoor terminations for paper cables

EPKT 24B1MI 25-50 047852-000
EPKT 24C1MI 70-185 503845-000
EPKT 24D1MI 240 -300 198763-000
24 kV 3-core indoor terminations for polymeric cables

EPKT 24B3XIH2 25-50 658587-011
EPKT 24B3XIH3 25-50 TBC

EPKT 24C3XIH2 70-185 397856-011
EPKT 24C3XIH4 70-185 773849-000
EPKT 24D3XIH2 240-300 428150-011
24 kV 3-core outdoor terminations for polymeric cables

EPKT 24B3XOH3 25-50 462038-011
EPKT 24C3XOH4 70-185 855463-011
EPKT 24D3XOH3 240 - 300 896693-011
24 kV 3-core indoor terminations for paper cables

EPKT 24B3MIH2 25-50 957227-000
EPKT 24C3MIH2 70-185 136493-000
EPKT 24D3MIH2 240 -300 724317-000
24 kV 3-core outdoor terminations for paper cables

EPKT 24B3MOH3 25-50 483103-000
EPKT 24C3MOH3 70-185 499917-000
EPKT 24C3MOH4 70-185 915409-000
EPKT 24D3MOH3 240-300 516181-000
EPKT 24D3MOH4 240-300 013571-000
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Chapter 1: Cable Terminations Heat-shrink Terminations EPKT

EPKT

33 kV

Raychem Medium Voltage Heat-shrink Terminations up to

FEATURES

APPLICATION

CONFORMS TO
Length of termination tail (3-core only)
for 450 mm = H1
for 650 mm = H2
for 800 mm = H3
for 1200 mm = H4

Raychem Medium Voltage Heat-shrink Terminations up to 33 kV

= Universal termination family for
12-36 kV based on Raychem SCTM
stress control technology

= Red non-tracking Raychem HVOT
tubing provides excellent
environmental protection

= All applications for polymeric and
MIND paper on 1-core, 3-core,
armoured and unarmoured cables

= Tested in accordance to CENELEC
HD.629.1.52:2006, IEC 60502-4 and
IEEE 48

Product name ‘ Conductor size (mm?) Part number
33 kV 1-core indoor terminations for polymeric cables

EPKT 36C1XI 50-95 454523-011
EPKT 36D1XI 120-185 308359-011
EPKT 36E1XI 240-500 651264-011
EPKT 36F1XI 630 - 1000 700320-011
TBC 1000 TBC

33 kV 1-core outdoor terminations for polymeric cables

EPKT 36C1XO 50-95 900926-011
EPKT 36D1XO 120-185 553365-011
EPKT 36E1X0 240 -500 372083-011
EPKT 36F1XO 630 - 1000 407002-011
33 kV 3-core indoor terminations for polymeric cables

EPKT 36C3XIH2 50-95 320645-000
EPKT 36C3XIH4 50-95 559139-011
EPKT 36D3XIH2 120-185 599496-011
EPKT 36D3XIH4 120-185 TBC

EPKT 36E3XIH2 240 -500 174907-011
EPKT 36E3XIH3 240 - 500 683636-011
33 kV 3-core outdoor terminations for polymeric cables

EPKT 36C3XOH4 50-95 921312-011
EPKT 36D3XOH4 120-185 060437-011
EPKT 36E3XOH4 240 -500 496517-011

NOTE Indoor and outdoor versions of PILC terminations available on request.

Indoor and outdoor versions of paper MIND terminations available on request.

ENERGY /// ENERGY ACCESSORIES

- TE

connectivity



Chapter 1: Cable Terminations Heat-shrink Terminations IXSU/OXSU

IXSU/OXSU

Raychem Medium Voltage Heat-shrink Zinc Oxide Stress
Control Terminations up to 12 kV Cable

terminations

FEATURES = Universal termination family for
12 kV based on unique Raychem zinc
oxide stress control technology

= Red co-extruded non-tracking
Raychem zinc oxide HVOT tubing
provides excellent environmental
protection

= Compact design
= Conductive break-out and CNTM core

extension tubes allow crossing of cores
APPLICATION = All applications for polymeric 1-core,

o
. ; 3-core, armoured and unarmoured
cables
= Can be used in combination with
Raychem RICS / RCAB / RSRB
switchgear connection systems
CONFORMS TO = Tested in accordance to CENELEC
HD.629.1.52:2006, IEC 60502-4 and
IEEE 48

Raychem Medium Voltage Heat-shrink Zinc Oxide Stress Control Terminations up to 12 kV

Product name ‘ Conductor size (mm?) ‘ Part number
12 kV 1-core indoor terminations for polymeric cables

IXSU-F 3111 10-35 508493-011
IXSU-F 3121 25-95 489269-011
IXSU-F 3131 95-240 097105-011
IXSU-F 3141 240-500 422037-011
IXSU-F 3151 500 - 800 565915-011
IXSU-F 3161 1000 - 1200 F11994-011
12 kV 1-core outdoor terminations for polymeric cables

OXSU-F 3111 10-35 921513-011
OXSU-F 3121 25-95 674179-011
OXSU-F 3131 95-240 170347-011
OXSU-F 3141 240 - 500 572329-011
OXSU-F 3151 500 - 800 057101-011
OXSU-F 3161 1000 - 1200 A25232-011
12 kV 3-core indoor terminations for polymeric cables

IXSU-F 3301 10-16 042899-011
IXSU-F 3311 16-35 609815-011
IXSU-F 3314 16-35 492379-000
IXSU-F 3321 25-70 975845-011
IXSU-F 3324 25-70 186727-011
IXSU-F 3331 95 -240 931779-011
IXSU-F 3334 95 - 240 843829-011
IXSU-F 3341 240 -500 681745-011
IXSU-F 3344 240-500 278157-011
12 kV 3-core outdoor terminations for polymeric cables

OXSU-F 3311 1635 648313-000
OXSU-F 3314 16-35 652785-000
OXSU-F 3321 25-70 924109-000
OXSU-F 3324 25-70 462641-011
OXSU-F 3331 95-240 114825-011
OXSU-F 3334 95 - 240 447699-000
OXSU-F 3341 240 -500 619691-000

(\[OJI Tail length 3xx1 is 450 mm with 1.2 m CNTM.

Tail length 3xx4 is 1200 mm with 3.2 m CNTM.

__J
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Chapter 1: Cable Terminations Heat-shrink Terminations IXSU, OXSU

IXSU/OXSU

o) Raychem Medium Voltage Heat-shrink Zinc Oxide Stress
Control Terminations up to 24 kV

FEATURES = Universal termination family for
24 kV based on unique Raychem zinc
oxide stress control technology

= Red co-extruded non-tracking
Raychem zinc oxide HVOT tubing
provides excellent environmental
protection

=  Compact design

= Conductive break-out and CNTM core
extension tubes allow crossing of cores

APPLICATION = All applications for polymeric 1-core,
3-core, armoured and unarmoured
cables

= Can be used in combination with
Raychem RICS / RCAB / RSRB
switchgear connection systems

CONFORMS TO = Tested in accordance to CENELEC
HD.629.1.52:2006, IEC 60502-4 and
IEEE 48

Raychem Medium Voltage Heat-shrink Zinc Oxide Stress Control Terminations up to 24 kV

Product name ‘ Conductor size (mm?) ‘ Part number
24 kV 1-core indoor terminations for polymeric cables

IXSU-F 5121 25-70 552897-011
IXSU-F 5131 70-240 086833-011
IXSU-F 5141 185-400 675377-011
IXSU-F 5151 400 - 800 000877-011
IXSU-F 5161 1000 - 1200 F01490-011
24 kV 1-core outdoor terminations for polymeric cables

OXSU-F 5121 25-70 294997-011
OXSU-F 5131 70-240 403451-011
OXSU-F 5141 185 - 400 529965-011
OXSU-F 5151 400 - 800 074061-011
OXSU-F 5161 1000 - 1200 (26806-011
24 kV 3-core indoor terminations for polymeric cables

IXSU-F 5311 10-25 421400-011
IXSU-F 5321 25-50 971921-011
IXSU-F 5324 25-50 197315-011
IXSU-F 5331 70-185 454059-011
IXSU-F 5334 70-185 613651-011
IXSU-F 5341 185 -400 486669-011
IXSU-F 5344 185 -400 604505-011
24 kV 3-core outdoor terminations for polymeric cables

OXSU-F 5311 10-25 407304-011
OXSU-F 5314 10-25 401520-011
OXSU-F 5321 25-50 911909-000
OXSU-F 5324 25-50 893465-000
OXSU-F 5331 70-185 381949-011
OXSU-F 5334 70-185 442835-000
OXSU-F 5341 185-400 047705-011
OXSU-F 5344 185 -400 535683-000

L[OI= Tail length 5xx1 is 450 mm with 1.2 m CN

Tail length 5xx4 is 1200 mm with 3.2 m CNTM.
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Chapter 1: Cable Terminations Cold Applied Terminations CSTI, CSTO
CSTI/CSTO
Raychem Medium Voltage Cold Applied Terminations up to 24 kV
FEATURES APPLICATION CONFORMS TO
= Pre-expanded termination body = Suitable for indoor and outdoor use = Tested in accordance to CENELEC
with integrated stress control = 25-630 mm? conductor size HD6291522006, |IEC 60502-4 and
= The extra-long silicone stress cone is 132263
integrated with the termination and
reduces positioning switchgear
connection systems
= Accommodates mechanical lug and
compression lug
Technical data
Voltage class (kV) 6.35/11(12) 8.7/15(17.5) 12.7/22(24)
Cable insulation diameter (mm) 13.7-40.0 15.7-50.0 17.9-52.0
Cross section range (mm2) 25-630 25-630 25-630
Max system voltage Um (kV) 12 17.5 24
Basic impulse level (kV) 95 95 125
Partial discharge at 2 U, (pC) <10 <10 <10
AC Voltage withstand, 5 min (kV) 285 39 57
DC Voltage withstand, 15min (kV) 38 52 76
CSTI indoor terminations up to 24 kV
:::::ct \xltage class (",",nz) n range E:.. pag - ipecrm: - Part Number
CSTI-3122 6.35/11(12) 25-95 420 35 ON REQUEST
CSTI-3132 6.35/11(12) 95240 465 39 ON REQUEST
CSTI-3142 6.35/11(12) 300 - 400 480 40 ON REQUEST
CSTI-3152 6.35/11(12) 500 - 630 495 41 ON REQUEST
CSTI-4122 8.7/15(17.5) 25-95 420 24 ON REQUEST
CSTI-4132 8.7/15(17.5) 95 -240 465 27 ON REQUEST
CSTI-4142 8.7/15(17.5) 300 - 400 480 27 ON REQUEST
CSTI-4152 8.7/15(17.5) 500 - 630 495 28 ON REQUEST
CSTI-5122 12.7/22(24) 25-95 465 19 ON REQUEST
CSTI-5132 12.7/22(24) 95-240 480 20 ON REQUEST
CSTI-5142 12.7/22(24) 300 - 400 495 21 ON REQUEST
CSTI-5152 12.7/22(24) 500 - 630 495 21 ON REQUEST
CSTO outdoor terminations up to 24 kV
::r’:: . \xltage class ?n.'lr'nz) e gilsta'nc; (mm) irzee(::;e (mm) Eaiumber
| CSTO-3122 6.35/11(12) 25-95 490 41 ON REQUEST
5 CSTO-3132 6.35/11(12) 95-240 520 43 ON REQUEST
CSTO-3142 6.35/11(12) 300 - 400 550 46 ON REQUEST
y CSTO-3152 6.35/11(12) 500 - 630 565 47 ON REQUEST
CSTO-4122 8.7/15(17.5) 25-95 490 28 ON REQUEST
CSTO-4132 8.7/15(17.5) 95 -240 520 30 ON REQUEST
CSTO-4142 8.7/15(17.5) 300 - 400 550 31 ON REQUEST
CSTO-4152 8.7/15(17.5) 500 - 630 565 32 ON REQUEST
CSTO-5122 12.7/22(24) 25-95 520 22 ON REQUEST
CSTO-5132 12.7/22(24) 95-240 550 23 ON REQUEST
CSTO-5142 12.7/22(24) 300 - 400 565 24 ON REQUEST
CSTO-5152 12.7/22(24) 500 - 630 565 24 ON REQUEST

ENERGY /// ENERGY ACCESSORIES
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Chapter 1: Cable Terminations Heatshrink Terminations Terminations Accessories

Terminations Accessories

Armour earthing

Diameter Applzication A Mod
Product name range (mm) (mm?) code | Part number
72 kV ‘ 12 kV 175 kV 24 kV 36 kV
1-core cables
EAKT 1636 21-32 16-70 16-70 16 -50 16 - 50 - G36 |054131-011
EAKT 1637 33-50 95-400 |95-400 |[70-400 |70-300 |16-185 |G37 |332303-011
EAKT 1638 51-67 500-800 | 500-800 | 500-800 | 400-800 |240-630 |G38 | 446787-011
3-core cables
EAKT 1642 40-67 16-120 |16-120 |16-95 16-35 16 -25 G42 | 225798-011
EAKT 1643 50-86 150-240 | 150-240 | 120-185 | 50-120 |35-95 G43 | 451129-011
EAKT 1644 60-94 300-400 | 300-400 |240-300 |150-185 | 120-185 | G44 | 157519-011
EAKT 1645 70-110 - - - 240-300 | 240-300 | G45 | 064904-011
Cable glands
> Product name Application o Part number
g . code
E =" 9 i EAKT 1605 Steel/Small/X-Type/cables up to 95 mm? G05 | 755565-011
r EAKT 1606 Steel/Large/Y-Type/cables up to 300 mm? G06 |575297-011
EAKT 1607 Steel/Large/Y-Type/with insulating plate GO07 | 942284-011
\. . " EAKT 1608 Aluminium/Small/X-Type/1-core application G08 |231579-011

" . 1 \[OJI= The stud hole spacing in the small gland is 66 mm x 66 mm and in the large gland is 86 mm x 95 mm.

Solderless earth connection

Diameter | Application range
over (mm?) Mod
Product name T T Part number
(mm) 72 kV 12 kV 17.5 kV 24 kV 36 kV
EAKT 1655 12-18 16 -50 16 -50 16-25 - - G55 | 445646-011
EAKT 1656 19-24 70-150 [70-150 |35-95 25-70 25-35 G56 | 658793-011
EAKT 1657 25-30 185-300 |185-240 |120-185 |95-150 |50-70 G57 | 555984-011
EAKT 1658 31-44 400-630 |300-630 |240-500 |185-500 |95-300 |G58 |062403-011
EAKT 1659 41-65 800 - 1000 | 800 —1000 | 630 - 1000 | 630 — 1000 | 4001000 | G59 | 042430-011
NOTE Solderless earth connections are also available for lead sheaths on paper cables.
For such requirements please contact your local sales representative.
Support insulators and brackets
= Product Mod | Description . N q Part
X s code | (pollution level IV) (pollution level Ill) | (pollution level Il) | (pollution level I) .
EAKT 1521 | B 21 Insulator Kits 12 kV | - Insulator Kits 17.5 kV | Insulator Kits 24 kV | 885488-011
EAKT 1523 | B23 | Insulator Kits 17.5 kV | Insulator Kits 24 kV | — Insulator Kits 36 kV | 146113-011
Insulator Kits 24 kV
. " EAKT 1524 | B24 Insulator Kits 36 KV |~ - - 329415-011

ENERGY /// ENERGY ACCESSORIES
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Chapter 1: Cable Terminations Switchgear Adapters RCAB, RSRB

RCAB

Raychem Elastomeric Insulating Bushing Boot RCAB for Bushings up to 17.5 kV and 24 kV

Cable

terminations

FEATURES APPLICATION CONFORMS TO
= Tool free application = Indoor application = Tested in accordance to CENELEC
= High-performance insulation material * Used to improve air clearance in cable al2iezi

boxes to improve phase-to-phase and

= Excellent track and erosion resistance . )
phase-to-ground insulation

= Removable and reinstallable

= Connection can be energised
immediately after installation

RCAB Application range

Product name Bushing diameter (mm) Part number
SMOE-62804 31-45 605557N001
SMOE-62803 46-70 894919N001
Bushing lug for termination
Product name Description Part number
EXRM 1366 Bushing lug 527427N001
Universal screw

EXRM-1366

Min. dimension phase/earth and phase/phase for RCAB

Um (kV) 72 12 175
[y > Min. clearance between live metal x (mm) 100 100 100

Min. clearance between live metal and ground 60 60 75

y (mm)

Min. clearance between boots (mm) 12 12 12

RSRB

Raychem Heat-shrink Bushing Boots up to 11 kV

Boots
Product name Application range Mod code Part number
Straight boots
RSRB 4022 10 - 35 mm? B05 203793-011
RSRB 4024 50 - 95 mm? B06 890945-011
RSRB 4026 120 - 300 mm? BO7 174821-011
Right angle boots - long
RSRB 4042 10-35 mm? B08 363551-011
1 RSRB 4044 50— 95 mm? B09 257141-011

k- RSRB 4046 120 - 300 mm? B10 718495-011
Right angle boots - short
RSRB 4062 10-35 mm? B15 166197-011
RSRB 4064 50 - 95 mm? B16 317789-011
RSRB 4066 120 - 300 mm? B17 975801-011

__J
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Chapter 1: Cable Terminations

RICS

Switchgear Adapters

RICS

Raychem Insulated Adapter Termination System RICS for SF6-insulated Switchgear up to 24 kV

FEATURES

APPLICATION

CONFORMS TO

= Angled insulated adapter made of = For round and sector-shaped polymeric = Tested in accordance to CENELEC
rubber, which does not require heat insulated single and 3-core cables HD.629.1.52:2006, IEC 60502-4 and
during installation = Used in conjunction with termination IEEE 48

= The body and the termination are not type IXSU-F and EPKT
shielded. During operation, all parts are = Disconnection of the body is only

considered to be live and must not be permitted when power has been turned
touched off

= Only for compression lugs (not

included)

RICS
Product name Rated voltage kV Cross-section mm? Part number
RICS-3133 12 70-300 CM2361-000
RICS-5123 24 25-170 555340-000
RICS-5133 24 95-185 753072-000
RICS-5143 24 240 - 300 892434-000

NOTE For application information please contact technical services.

- TE

connectivity
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Chapter 1: Cable Terminations Screened Adapters RSES

RSES 52xx

Raychem Screened Adapter System for CENELEC A Bushing 250 A up to 24 kV

Cable

terminations

FEATURES APPLICATION CONFORMS TO
= Straight or angled prefabricated * For round polymeric insulated single = Tested in accordance to ANSI/IEEE 386,
shielded adapter made of EPDM and 3-core cables IEC 540, VDE 0278
rubber, which does not require heat » For connection to insulator bushing type
during installation A (250 A) in accordance with EN 50181
= Integratgd stress coqtrol. Separate = Disconnection of the body is only
termination not required permitted when power has been turned
= The kit contains materials for the off

screening of 3-core cables.
Up to 2000 mm tail length

= Test point for capacitive voltage
measurement

RSES for angled connection of single and 3-core incl. mechanical lug and core screening kit

Product name Rcted peliags glr;fs-section Insul. diam mm | Tail length mm Part number
RSES-5202 12 25 135-17.4 2000 973329-011
RSES-5205 12 50 135-17.4 2000 653311-011
RSES-5219 12 95 16.5-20.8 2000 665773-011
RSES-5212 24 25 16.3-20.8 2000 472227-000
RSES-5215 24 50 16.3-20.8 2000 600683-000
RSES-5229 24 95 19.6 - 241 2000 481257-011

RSSS for straight connection of single and 3-core, incl. compression lug

Product name Ected peliade ﬁr;fs-section Insul. diam mm | Tail length mm Part number
RSSS-5205 12 50 135-174 2000 242591-000
RSSS-5219 12 95 16.3-20.8 2000 202919-011
RSSS-5215 24 50 16.3-20.8 2000 209543-011
RSSS-5229 24 95 19.6 -24.1 2000 129305-000
Protective cap for bushing type A

Product name Description Part number
SMOE-63917 Shielded connection protection CN6629-010

NOTE For temporary protection of the switchgear bushing. Sold in kits of 3, including installation instructions.

__J
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Chapter 1: Cable Terminations Screened Adapters RSES

RSES 64xx

Raychem Screened Adapter System for CENELEC B Bushing 400 A for 24 and 36 kV

FEATURES APPLICATION CONFORMS TO
= Mechanical lugs suitable for copper = Design fits 400 A bushings = The screened cable connector
and aluminium conductors (interface "B") as specified by EN 50180 exceeds CENELEC HD 629.1 S2
and EN 50181 requirements, which includes

= Capacitive test point . .
= Cable cross-sections from BS, VDE and other international

= Complete kit including lugs facilitates 50 to 300mm? specifications

installation and storage

RSES 6400 for single and three core cables including mechanical lugs

Product name Rated voltage kV ?n:‘:;'seﬂio" :’:r:l) el Part number
RSES-6451 24 70-95 22.4-355 CX5399-011
RSES-6452 24 95 - 240 22.4-355 CX5398-011
RSES-6454 24 185 - 300 22.4-355 CX5404-011
RSES-6451 36 50-95 22.4-355 CX5399-011
RSES-6452 36 95-150 224-355 (X5398-011
RSES-6453 36 120 - 240 28.9-42.0 CX5401-011
RSES-6455 36 185 -300 28.9-42.0 CX5402-011

__J
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Chapter 1: Cable Terminations Screened Connection Systems RSTI

RSTI

Raychem Switchgear Connection System for CENELEC C1 (630 A) and C2 (1250 A) for 12-36 kV

Cable

terminations

FEATURES APPLICATION CONFORMS TO
= Angled prefabricated shielded adapter = For round polymeric insulated single = Tested in accordance to CENELEC
made of silicone rubber, which does and 3-core cables HD 629.1 52
not require heat during installation = For connection to insulator bushing
= Integrated stress control. Separate type C1(630 A) and C2 (1250A) in
termination not required accordance with EN 50181
= 3-core kits include materials for core * Disconnection of the body is only
screening. Up to 2000 mm tail length permitted when power has been turned
off

= Test point for capacitive voltage
measurement

= Mechanical lugs included. Compression
lugs on request

= The kits include materials for 3 phases

RSTI Single connection single core

180 Product name 251:1\)12 (2:1:1‘),2 (3:1:1‘),2 I(':n‘:l) Gl Part number
RSTI-5851 35-95 35-70 - 127-234 CM0009-011
RSTI-5852 95-120 = = 127-23.4 CM0010-011
RSTI-5853 95 -240 95-185 - 17.0-30.1 CM0011-011
RSTI-5854 150 - 240 95-240 = 21.2-346 CMO012-011
RSTI-5855 185 -300 185 - 300 - 21.2-346 CM0013-011
RSTI-5856 240-400 = = 21.2-346 CR5244-011
RSTI-3951 400 - - 28.9-364 CR6086-011
RSTI-3952 500 = = 28.9-364 CR6085-011
RSTI-3953 630 - - 34.0-454 CR6077-011
RSTI-58xx RSTI-3954 800 = = 34.0-454 CR6081-011
RSTI-5951 - 400 - 340-454 CR6082-011
RSTI-5952 = 500 = 34.0-454 CR6083-011
RSTI-5953 - 630 - 39.1-59.0 CR6084-011
196 . RSTI-5954 = 800 = 39.1-59.0 CR6080-011
- RSTI-6851 - - 35-95 224-355 CR4949-011
RSTI-6852 = = 95-150 224-355 CR4990-011
RSTI-6853 - - 120 - 240 28.9-42.0 CR5011-011
RSTI-6855 = = 185 - 300 28.9-42.0 CR5012-011
RSTI-6951 - - 400 34.0-454 CR6079-011
RSTI-6952 = = 500 - 630 39.1-59.0 CR6078-011
RSTI-6953 - - 800 39.1-59.0 CR6087-011

Mechanical lugs included. Compression lugs are available on request.

Core screen kits for copper tape screens available on request (add suffix 01 to part number).
Pins are required to couple RSTI-CC-58xx and RSTI-CC-68xx to RSTI-x95x, RSTI-SA.

max. diam. 86° 200

RSTI-68xx
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Chapter 1: Cable Terminations Screened Connection System RSTI

RSTI-CC

Raychem Switchgear Connection System for CENELEC C1 (630 A) and C2 (1250 A) for 12-36 kV

FEATURES APPLICATION CONFORMS TO

= For parallel connection to adapter type = Tested in accordance to CENELEC

= Angled prefabricated shielded parallel

adapter made of silicone rubber,
which does not require heat during
installation

Integrated stress control. Separate

RSTI-58xx

For round polymeric insulated single
and 3-core cables

Disconn