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PART NUMBERWIRE SIZEEHJLREELING

1326030-122 AWG2.110.902.52.041.002.6

2
1326030-218-20 AWG2.761.303.32.551.403.1

1326030-314-16 AWG3.881.703.93.161.803.8

1326030-412 AWG5.252.704.74.223.205.2

1326030-522 AWG1326030-1 REELED FOR AMP APPLICATORS

3
1326030-618-20 AWG1326030-2 REELED FOR AMP APPLICATORS

1326030-714-16 AWG1326030-3 REELED FOR AMP APPLICATORS

1326030-812 AWG1326030-4 REELED FOR AMP APPLICATORS

1326030-9REFERENCE DUAL
CRIMP TABLE2.761.303.34.321.403.6

2

1-1326030-0REFERENCE DUAL
CRIMP TABLE3.881.703.95.351.804.6

1-1326030-1REFERENCE DUAL
CRIMP TABLE1326030-9 REELED FOR AMP APPLICATOR

3

1-1326030-2REFERENCE DUAL
CRIMP TABLE1-1326030-0 REELED FOR AMP APPLICATOR

DUAL CRIMP TABLE

PART NO WIRE SIZE

1326030-9
AND

1-1326030-1

0.35+0.35

0.35+0.5

0.35+0.75

0.35+1.0

0.5+0.5

0.5+0.75

1-1326030-0
AND

1-1326030-2

0.35+1.5

0.5+1.0

0.75+0.75

0.75+1.0

0.75+1.5

1.0+1.0

1.0+1.5

 MATERIAL: 0.30 THICK COPPER ALLOY, PREPLATED
     WITH 0.0008 MINIMUM THICK REFLOW TIN OR BRIGHT
     TIN (ELV COMPLIANT).

     ALTERNATE MATERIAL: 0.30 THICK COPPER ALLOY, PREPLATED
     WITH 0.0008 MINIMUM THICK BRIGHT TIN (ELV COMPLIANT).

  5. QUALIFICATION OF THE CRIMP APPLICATION TOOLING
     SHALL BE CONTROLLED BY THE REQUIREMENTS
     ESTABLISHED UNDER USCAR 21.

  6. LOOSE END SPLICING TO BE USED.
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STANDARD REELING DIRECTION

REVERSE REELING DIRECTION
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