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BSM-95/240-U

20
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A UPDATED 26APR2004 PB AD

B CROSS SECTION ALU ROUND SOLID ADDED 15NOV2006 AB PB

C ADD 70² STRANDED CROSS SECTION 06APR2011 BM NA

D HEX BOLT HEAD REDUCED PER ECO-20-006326 23SEP2020 NB BM

M18

20

HEX  A/F
(1/2")

13

125

33

DESCRIPTION PN RPN

BSM-95/240-U 4-1200402-6 E96021-000

DESCRIPTION PN RPN

BSM-95/240 1-1200143-7 695012-000

AL CU

ROUND STRANDED
/Rond câblé /RM

ROUND SOLID
/Rond solide /RE

SECTOR STRANDED
/Sectoral câblé /SM

SECTOR SOLID
/Sectoral câblé /SE

ROUND STRANDED
/Rond câblé /RM

SECTOR STRANDED
/Sectoral câblé /SM

CONDUCTOR
CROSS-SECTION

/Section conducteur
/Querschnittsbereich

mm²

70-240 95-300
95-150

(185 with 
rounding)

95-150
(185 with 90�$�)

70-240
95-150

(185 with
 rounding)

CONDUCTOR
DIAMETER

/Diamètre conducteur
/Leiterdurchmesser

mm

- - -

BODY
/CORPS

BLOCKED VERSION

UNBLOCKED VERSION

BOLT
/VIS 

INSERT

GREASE
/GRAISSE

2 SHEAR POINTS
/Pts DE RUPTURE
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