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DASHLINE INDICATES OUTLINE

OF JACK,

CONTACTS AND BRACKET

Loc DIST REVISIONS
‘ R N P LTR DESCRIPTION DATE DWN APVD
E HOUSING RIB STRENGTHENED, RAWMATERIAL CHANGED TO PA4T| 05JAN20I2 PS RRP
F | ECO-16-001320 130082016 | AD | SH
FI | REVISED PER ECN-22-180673 03N0V2022 | AB | SZ
NOTES : F2 | REVISED PER ECN-22-188308 05DEC2022 | AB | SZ

TOLERANCES UNLESS OTHERWISE SPECIFIED: +0,15
/\ CONTACT PLATING:

OVERALL: Ni |.27um MIN. ALL OVER THE CONTACTS

SOLDER ZONE: Sn 3.5-5.0um ON THE SOLDER ZONE OF THE CONTACT

MATING ZONE: PLATING CONFIRMS TO PRODUCT REQUIREMENTS
AS PER SPECIFICATION 108-19117

/N MATERIALS:
“HOUS ING: 30% G.F. LCP. COLOR BLACK, UL 94V-0.
“CONTACTS: PHOSPHOR BRONZE.
“SOLDER BRACKET: TINPLATED BRASS WITH NICKEL UNDERPLATE.
/N SURFACE CAN BE USED FOR PICKING THE MODULAR JACK WITH,
TYPE |1 SMD MACHINE
/2\ COPLANARITY MEASURED AT HEEL OF CONTACTS.
/6\ TAPE AND REEL PACKAGING ACCORDIND TO EIA 481-3 SPECIFICATIONS.
/N CONTACT PLATING:

O.76um MIN. GOLD SELECTIVE IN CONTACT AREA.
OVER |, 27um MIN. NICKEL.
3,5-5,0um MIN. MATTE TIN ON SOLDER TINES.

& THE PART IS UL RECOGNISED IN E81956 VOL.5 SEC 3.
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