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 1. THIS CONNECTOR ACCEPTS TE QUADRAX SOCKET ASSEMBLY:
    PART NUMBER 1445693-3.

  PART IS MARKED WITH TE PART NO. (SEE TABLE),
    Tyco Electronics OR TE, TE CAGE CODE, AND DATE CODE.

 3. OPERATING TEMPERATURE RANGE: -65�$�C TO +125�$�C (-85�$�F TO +257�$�F)

 4. THE CONNECTOR QUALIFICATION WAS COMPLETED PER TE SPEC.
    108-2199. THE QUADRAX CONTACTS ARE QUALIFIED PER TE SPEC. 108-2131.
    THE REFERENCE TEST REPORTS ARE TE 501-660 FOR THE CONNECTOR
    AND 501-574 FOR THE CONTACTS WHICH ARE SAME AS ARINC 600-13, DRAFT 2 OF 
    SUPPLIMENT 14 ( AIR TRANSPORT AVIONICS EQUIPMENT INTERFACES ).

M38999
MASTER
KEY

SECTION  X-X

M12x1.0-6g 0.100R
BACKSHELL THREAD

PLUG SHELL AND COUPLING RING
MATERIAL: ALUMINUM ALLOY

FINISH: SEE TABLE

WASHER, WAVE SPRING,
CLUTCH PLATE, AND RETAINING RING
MATERIAL: STAINLESS STEEL

.6250 0.1P-0.3L-TS-2B
MODIFIED 60° STUB ACME

TRIPLE START THREAD

RETENTION CLIP
MATERIAL: STAINLESS STEEL
FINISH: PLATED SILVER
OVER NICKEL UNDERPLATE
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REF

QUADRAX SOCKET ASSY, 1445693-3
SHOWN FOR REF ONLY.
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