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5a,5b7a
3c,4c,5d1/2, 4/56

 1.  HOUSING HAS RAST 5 COMPLIANT KEYING, LATCHING, AND POLARIZATION.
     TAB IS 6.3 x 0.8 [.250 x .032] ACCORDING TO DIN 46244.
 
 2.  POSSIBLE TE MATING CONNECTOR FAMILIES INCLUDE
     STANDARD TIMER RAST 5, MULTIFITTING, MULTIFITTING MKII,
     AND MONO-SHAPE TAB CONNECTORS.
 
 3.  SEE SHEET 1 FOR AVAILABLE CONFIGURATIONS .
 
     MATERIAL: HOUSING, PA6 NYLON, UL 94V-2.
                CONTACT, BRASS, 0.8 mm THICK.
 
     FINISH: CONTACTS, 3.8 µm MIN TIN OVER 1.3 µm MIN NICKEL BEFORE INSERT HOUSING
 
    SELECTIVE CONTACT LOADING 
 
     SELECTED HOLES MAY BE 1.05+0.05/-0.00 DIA [.041+.002/-.001 DIA]
     FOR IMPROVED (PRESS-FIT) RETENTION TO P.C.B. PRIOR TO SOLDERING.
 
     DATUM AND BASIC DIMENSION ESTABLISHED BY CUSTOMER
 
 9.  PRODUCT QUALIFICATION PER 108-2183
 
     GWT (GLOW WIRE TEST) 750�$�C WITHOUT FLAME
     NOTE TO CUSTOMER TESTING PENDING. THE SHROUD USED ON THESE ASSEMBLIES
     PASSED THIS REQUIREMENT ON P/N 521971, VDE REG - NR 6718
 
     PRELIMINARY - NOT FOR PRODUCTION
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