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ITEM N�$� DESCRIPTION MATERIAL FINISH

1 HOUSING LCP, black -

2 CONTACT copper alloy 

min. 0,25µm Au (contact area)
min. 0,13µm Au (solder area)

over
min. 2,0µm Ni

CONTACT FORCE (F) vs. STROKE (mm)

STROKE (mm) F (N)

MIN. 0,5 0,5 MIN

NOMINAL 0,8 0,5 - 1,5

MAX. 1,3 2,0 MAX

PART NUMBER 1982633-1

COPLANARITY ON ALL
SOLDER SURFACES

NOTES:

 MECHANICAL SPECIFICATIONS:

  contact force: see table

  durability : 3000 compression cycles

 ELECTRICAL SPECIFICATIONS:

  contact resistance : 30 m�^�

  current : 100 mA, peak max. 3A 

  operating voltage : 6V

 ENVIRONMENTAL SPECIFICATIONS:

  operating temperature : -20�$�C to 70�$�C

 Cavity number and Tyco Electronics logo

 Contact solder area for reference only.

 Dimensions used for statistical process 

 control on 30 pieces.
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NOTES:

 PACKAGING

  reel size : 330 mm

  quantity per reel : 1000

  leading empty pockets : 25

  trailing empty pockets : 25

FEEDING DIRECTION

SECTION  B-B

SECTION  A-A
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