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SERIES
SHELL SIZE
MATERIAL
   19 :  ALUMIMIUM

FINISH
   B : CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

         (500 HOUR SALT SPRAY FINISH)
         (SEE S-CH00-0157-002 FOR ADDITIONAL FINISHES)

 DRAIN HOLE DESIGNATION
  ( OMIT FOR NOT REQUIRED)
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HEAT SHRINK BOOT BACKSHELL

TE CONNECTIVITY - POLAMCO LTD RESERVES THE RIGHT TO AMEND THIS DRAWING
AND THE INFORMATION SET FORTH HEREON AT ANY TIME. USERS SHOULD
INDEPENDENTLY EVALUATE THE SUITABILITY OF THE PRODUCT FOR THEIR APPLICATION.
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NOTES:
 
   1. THIS PRODUCT IS DESIGNED TO TERMINATE A HEAT SHRINKABLE LIPPED
       BOOT TO A CONNECTOR.
  
   2. FOR ADDITIONAL DIMENSIONS, ORDERING INFORMATION AND MODIFICATIONS,
       SEE CH00-0250-004 FOR AN SCD AND CH00-0250-010 FOR AN MSCD
 
   3. BACKSHELL TO BE PERMANETLY MARKED/BAGGED AND LABELLED WITH CODE
       IDENTIFICATION NUMBER AND PART NUMBER. (e.g. 06090-212M624-19B).
 
   4. SHELL SIZE 24 ONLY FOR TRIDENT G & H  306453-8B CONNECTOR.
 


