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2141031-1 B 18.12 2 1 SLEEVE OVAL STEEL ZINCED 2

1 1 HOUSING 180° PBT-GF20 BLACK 1

TE ASSY NO. REV WEIGHT [g] POS. QTY. DESCRIPTION MATERIAL COLOUR
SURFACE

ITEM
NO

2141031-2 B 18.12 2 1 SLEEVE OVAL STEEL ZINCED 4

1 1 HOUSING 90° PBT-GF20 BLACK 3

USED WITH: 

TEMPERATURE CLASS: -40 TO 85 °C

VIBRATION CLASS: 1, ON BODY OR CHASSIS

ONLY BASIC DATA FOR DETAIL SEE PRODUCT SPEC

EXPLODED VIEW EXPLODED VIEW

DELIVERY POSITIONDELIVERY POSITION

PN 2141031-2
90° VERSION

PN 2141031-1
180° VERSION
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MOUNTING PLANE FOR MODULE

BEARING SURFACE
FOR BRACKET MODULE 
90° AND 180° VERSION
ONLY COMMENDED

1.0

0.3
FOR BRACKET FIXATION USED:

THREADED BOLT M6
OR HOLE FOR M6

OR THREADED HOLE M6

TIGHTENING TORQUE M6 = 7 1 Nm
USED WITH WASHER FOR M6
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PLANE FOR MOUNTING
SEE BEARING SURFACE
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SEE BEARING SURFACE
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