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PART NUMBERCABLE LENGTHCABLE

2267185-13.05m (10 FT)

3
2267185-24.6m (15 FT)

2267185-36.1m (20 FT)

2267185-47.62m (25 FT)

 MATERIAL:
    CONNECTOR HOUSING: UL94 V-0 RATED THERMOPLASTIC, COLOR: WHITE
    LATCH: THERMOPLASTIC, COLOR: BLACK
    CABLE JACKET: THERMOPLASTIC ELASTOMER, COLOR: BLACK
    CABLE CONDUCTORS: COPPER ALLOY
    CONNECTOR CONTACTS: BRASS ALLOY

 FINISH:
    CONNECTOR CONTACTS: SILVER OVER NICKEL

 CHARGING CABLE: TE CONNECTIVITY PROPRIETARY
    UL LISTING: TYPE EVE
    CABLE COLOR, LENGTH AND WIRE TERMINATIONS ARE
    FULLY CUSTOMIZABLE

 4. EV CONNECTOR TECHNICAL PARAMETERS:
    CURRENT, 32A, VOLTAGE, 240 VAC
    INGRESS PROTECTION, IP66
    STATIC RESISTANCE
    (FROM PROX. DETECTION TO GROUND) 150ohm
    RESISTANCE WILL INCREASE TO 480ohm WHEN
    LATCH IS DEPRESSED

 5. THIS PRODUCT IS DESIGNED IN ACCORDANCE
    WITH SAE INTERNATIONAL SPECIFICATION J1772

 CENTER LINE OF VEHICLE INLET

 LATCH IS SHOWN IN LOCKED POSITION

 8. THIS PRODUCT IS RoHS COMPLIANT

 9. UL RECOGNITION UNDER E349950

 THE FOLLOWING INFORMATION IS MARKED ON THE
     CONNECTOR KEY: TE LOGO, TE PART NUMBER, REVISION,
     DATE CODE (YYWW) AND UL COMPONENT MARK IN NORTH AMERICA
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