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PRETO / BLACKHOUSING 2POSN., JPT REC.11

AMARELO / YELLOWSPACER, 2POSN., JPT REC.21

AZUL / BLUESEAL, 2POSN., JPT31

1  - MUST BE SUPPLIED IN PRE
        LOCK POSITION, AS SHOWN.

  2   - FOR CONTACTS AND SEALS SEE
        PRODUCT GROUP DRAWING: C1355046.

  3   - COUNTER PART PN: 444245.

1

Customer Drawing

444241

A.PERUSSI
20JUN05

P.L.FARIA
20JUN05

L.W.PRADO
20JUN05

4:1 1 1 D

-/-

-/-

-/-SEE TABLE SEE TABLE

mm
-
0,3
-
-
-

1�$�

HOUSING ASS'Y., 2POSN.
JUNIOR POWER TIMER
-

-

20

20

-

BY -

- -

D REVISED DRAWING  ECO-14-015163 08OCT2014 NCL GB

REF
5,2

7,3

24,5

31,0

444241

FINISHMATERIALDESCRIPTIONITEM-2

REQ.PER ASSY

PA 6.61

PA 6.61

SILICONE-

BRANCO / WHITESILICONESEAL, 2POSN., JPT41
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 - DEVE SER FORNECIDO NA CONDIÇÃO DE
       PRÉ TRAVAMENTO, CONFORME MOSTRADO.

  2  - PARA TERMINAIS E SELOS UTILIZADOS VEJA
       DESENHO DO GRUPO DE PRODUTOS: C1355046.

  3  - CONTRA PEÇA: PN 444245.
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