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DESCRIPTION

DATE DWN APVD

D5 NEW VARIANT & NOTE 7 ADDED

21JUL2025

WB | PV

A HOUSING; LIQUID CRYSTAL POLYMER, COLOR BLACK.
CONTACTS: HIGH RELIABILITY COPPER ALLOY.

GROUND BUSSES: PHOSPHOR BRONZE ALLOY, UNS C51100.

CONTACTS & GROUND BUSES: NICKEL UNDERPLATE ALL OVER, MATING
SURFACE PLATED TO MEET LEVEL 1 PERFORMANCE REQUIREMENTS OF
TE CONNECTIVITY PRODUCT SPECIFICATION 108—1422, SOLDER TAILS

PLATED MATTE TIN.
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DATE CODE MARKED

POSITION #1.
ONE GROUND BUS WITH 5 TAILS PER EACH MODULE.

TOLERANCE NON—ACCUMULATIVE.
FOR STANDARD APPLICATIONS, ORIENTATION HOLE TO BE

®.0944+.002[2.394+0.05]
FOR SLIP—FIT APPLICATIONS, ORIENTATION HOLE TO BE
®.079+.001[2.00+0.03]
CONTACTS & GROUND BUSES: NICKEL UNDERPLATE ALL OVER, MATING

SURFACE PLATED TO MEET LEVEL 1 PERFORMANCE REQUIREMENTS OF
TE CONNECTIVITY PRODUCT SPECIFICATION 108—-1422, SOLDER TAILS
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5 MICRO INCHES GOLD PLATE.
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