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Receptacle Solder Round Flange Receptacle Square Flange
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1 V | Weight Max. v !
Si Mounting styles solder flange - p
] Min. ()] o
18.36
08 o6 1427 | 1270 | 1296 | 493 569 | 2170 15 v
2]'59 h Mounting styles with 4 screws
10 S 1767 | 1427 | 1453 | 4093 569 | 3490 21
‘ P max Weight Max.
12 %ggg 2222 | 1905 | 1930 | 493 | 569 | 3960 7 = L
27'94 +0.05 16 -12 | Min. stainless steel
14 o743 | 2377 | 2062 | 2088 | 493 269 | 4125 35 2075 | 1509 | 1427 | 1270 | 1580 | 492 | 569 | 3170
16 ggag 26097 | 2380 | 2405 | 4093 569 | 4445 46 10 | 2393|1826 | 1767 | 1427 | 1870 | 493 | 569 | 34.90 24
2439 12 2632 | 2062 | 2222 | 19.05 | 2340 | 493 | 569 | 39.60 2
18 7778 | SO0 | 2697 | 2725 | 493 | 563 | 4735 51 14 | 2871 | 23.01 | 2377 | 2062 | 2490 | 493 | 569 | 4125 40
0 3734 | 2220 | 2015 | 3040 | 492 60 | 5190 - 16 7188 | 2461 | 2697 | 2380 | 2830 | 493 | 569 | 44.45 49
3683 ' ' ' ' ' ' 18 3424 | 2697 | 3015 | 2697 | 3110 | 493 | 5.69 | 4735 54
Y, 1%?; 2649 | 7232 | 2358 | 492 | 569 | 5410 73 20 | 3663 | 2936 | 33.32 | 3018 | 3450 | 493 | 569 | 5190 62
4268 22 |39.80 | 3175 | 36.49 | 3332 | 3750 | 493 | 569 | 5410 77
24 4317 | 3967 | 3650 | 3675 | 493 | 569 | 5125 86 24 | 4339 | 3492 | 3967 | 3653 | 4060 | 493 | 569 | 5725 88

Receptacle Jam-Nut Mounting

Example of order: 983-1YE 22-55 PN 983- 1 YE 22- 5 P N TYPE 7

19.58 +0.15 E -

Connector type

Shell type

0  Square flange receptacle
1 Solder receptacle

7 Jam-nut receptacle F H

Connector model
Y-YE for receptacle only |-

Shell size
08-10-12-14-16-18-20-22-24-28

- v -
Mounting styles with panel cutouts

Arrangements : see section 2.2 P Max. Weight Max. (9) | Tightening torque
-
20 |ze 16-12 Stainless steel of panel nut

Contact type 2738 | 2489 | 348 | 1427 | 1626 | 2106 | 1550 | 457 | 533 | 3170 7 m.N max.
P Male contact 10 3028 | 2804 | 3.48 | 1767 | 19.43 | 2423 | 1867 | 457 | 533 | 3490 37 10 m.N max.
: CHARACTERISTIQUES 12 | 3505|2279 | 348 | 2222 | 2418 | 2901 | 23.42 | 457 | 533 | 3960 50 12 m.N max.
S  Female contact, consult TE Technical Support
14 | 3851 | 3533 | 348 | 2377 | 2578 | 3061 | 2502 | 457 | 533 | 4125 58 15 mN. max.
_ N o , 16 | 4168 | 3851 | 3.48 | 2697 | 2896 | 3376 | 2820 | 457 | 533 | 4445 72 18 mN. max.
Insert clocking position 1. Shell maferial : Stainless steel 18 | 4486 | 4168 | 348 | 3015 | 3213 | 3696 | 3125 | 457 | 533 | 4735 79 22 mN max.
N-6-7-8-9-Y 20 | 4963 | 4486 | 348 | 3332 | 3531 | 401 | 3442 | 457 | 533 | 5190 87 25 m.N max.
2. Insert material : Sintered Glass 22 | 5278 | 4963 | 376 | 36.49 | 3848 | 4331 | 3759 | 429 | 505 | 5410 108 27 mN. max.
24 | 5542|5281 | 376 | 3967 | 4166 | 4646 | 4077 | 429 | 505 | 5725 122 29 mN. max.
For any inquiry concerning Aluminum Hermetics, please consult TE Technical Support., LAKSHMI SUDHA R _ _
4, Tempero’rure range : DIMENSIONS: TOLERANCES UNLESS
. o 2OOOC OTHERWISE SPECIFIED: RAKESH S
Y :-65 (o: to - . 0 PLC s APVD - ’E TE Connectivity
NOTE : YE :-65°C to 260°C cyclique Lo e VINCENT P -
Y = Stainless Hermetic 6 3 PLC -0.02 NAME
B : . : : . 4 PLe £ 983 SERIES HERMETIC RECEPTACLES
YE = Stainless High Temp Hermetic 5. Dielectric withstanding voltage : At sea level T — i _— —
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