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Ordering Information
Sample Part Number p K41 A 3 ———— e s40 (02 = - [-2x 0 02
e P R e 7 - Al 2x .125 (3.18
Series: I e
Y e t I 32 {81} T
Contact Form: ; RUBY e = — i N ©.060 (1.52)
Coil Voltage: ) 8 e - Product Facts
2 = 12 Vdc, Bus Wire 3 =26.5 Vdc, Bus Wire -y m High current carry rating
5 = 1 15 VdC, BUS Wll’e ' /= 12 VdC, TUI’I’G’[ Tel’mlﬂa|* $52 (137) e - @ VYacuum dielectric for power
8 = 26.5 Vdc, Turret Terminal* o switching low current loads
9 = 115 Vdc, Turret Terminal™® o s m Glazed ceramics for low
High Voltage Connections: current leakags
3 = Solder Connection | L dCO",'Pm’ Space-saving
e — - esign
Mounting: Tefma m Meets requirements of
2 = Flanged 4 = Standard R N L MIL-R-83q725
o o025 {541 "l- m QPL versions available,
Product Specifications for — L M83725/21 & M83725/22
K41A, K41B and K41C
Contact Arrangement — Contact Capacitance — 5.0 (10.3) =~} - - > 40 003
K41A — SPST-NO Between Open Contacts — 1.2 pF == S ‘ r [ mmow
K41B — SPST-NC Open Contacts to Ground — 1.2 pF = 2 (1) 8 (189)
K41C — SPDT Contact Resistance, Max. — | — i N
Contact Form — 0.02 ohm 104 (26.4) 2 e Ka1e
KHA—A Operate Time, Max. — 10 ms T T
K41B—B . 3 8.8) Product Facts
Release Time, Max. — 10 ms 2.13 .
K41C—C Shock, 11ms, 1/2 Sine (Peak) (¢ 1) T > ' m Single pole, double throw
Test Voltage, DC or 60 Hz (Peak) — ¢ g ’ ’ | version
6 kV Vibration — 052 (13.2) ~= e m Vacuum dielectric for power
Rated Operating Voltage (Peak) — Peak — 10 g (55 to 2000 Ha) 1.03 (26.2) switching low current loads
DC or 60 Hz—5kV 190 ! m RF ratings to 32 MHz
25 MHz — 4.5 KV Operating Ambient Temperature | o
TS MHr — 35 KV Range — -55°C 0 +125°C i | —jr m Long life: 2.m|llmn cycles
32 MHz — 2.8 kV Mechanical Life — 2 million cycles 26, con T 1 " mﬁ‘;_;esqrz'?mems of
Continuous Carry Current, Max. —  Weight, Nominal — X “ n 6 (59) = OPL version avallable
gg o ﬁo sz—4 /S,o A 28.35 g (1.0 0z.) L W}_U‘_ = QPL versio :
. 71— - 2
16 MHz — 16 A ALL DIMENSIONS ARE IN INCHES(MM)
P2 MHz —12A THIS DRAWING IS A CONTROLLED DOCUMENT. | 05SEP2019
e, RV [ .
Coil Hi-Pot (Vims, 60 Hz) — 500 A a="TE = concctviy
Coil Data TOLERANGES UNLESS f;
Nominal Volts DC 12Vdc 26.5 Vdc 115 Vdc o be 4 PRODUCT SPEC K4 1P SERIES MAKE AND BREAK
Pickup, Max. 8 Vdc 16 Vdc 80 Vdc @ g ) TC — LOAD SVYTCH\NG
DrOPOUt 5-5 VdC 1-1 0 VdC 5_50 VdC i Etg i - APPHEATON SEEC SIZE CAGE CODE | DRAWING NO RESTRICTED TO
Coil Resistance (£10%) 70Q 290 Q 4700 Q ANCLES £- —
- : — MATERIAL FINISH WEIGHT . AB L @‘:'KZLW P*SER‘ES o
Ratings listed are for 25°C, sea level conditions
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