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A

PART NUMBER A�#� .015 B THREAD METRIC

DIV46x11-xxP/Sx 1.007 M15X1.0-6g 0.100R

DIV46x13-xxP/Sx 1.168 M18X1.0-6g 0.100R

DIV46x15-xxP/Sx 1.293 M22X1.0-6g 0.100R

DIV46x17-xxP/Sx 1.418 M25X1.0-6g 0.100R

DIV46x19-xxP/Sx 1.528 M28X1.0-6g 0.100R

DIV46x21-xxP/Sx 1.654 M31X1.0-6g 0.100R

DIV46x23-xxP/Sx 1.779 M34X1.0-6g 0.100R

DIV46x25-xxP/Sx 1.905 M37X1.0-6g 0.100R
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CLOCKING X�$� REFY�$� REF

N 110 250

A 100 260

B 90 270

C 80 280

 D 70 290

K  120 295

 
 
3. FOR APPLICABLE KEYING DIAGRAM ADN AVAILABLE INSERT
   ARRENGEMENTS, SEE MIL-DTL-38999 SERIES IV AND MIL-STD-1560.
 
2. GENERAL SPECIFICATION: THIS CONNECTOR MEETS THE PERFORMANCE 
   AND INTERMATEABILITY REQUIREMENTS OF MIL-DTL-38999, SERIES IV.
 
   MATERIAL/FINISH: SHELL- ALUMINUM ALLOY, NICKEL PLATED.
                    COUPLING RING- ALUM ALLOY.
                    F=NICKEL PLATING. OLIVE DRAB ANODIZED.
                    CONTACTS - COPPER ALLOY, GOLD PLATED.
                    RESILENT INSERTS - SILICONE ELASTOMER.
                    O'RING - SILICONE ELASTOMER.
                    RIGID INSERTS - HIGH GRADE PLASTIC.
  
NOTES: UNLESS OTHERWISE SPECIFIED.
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                                          MODIFICATION
                                        
                                          POLARIZING POSITION  
                                          (EXAMPLE N= NORMAL)
                                          
                                          CONTACT STYLE
                                          (P= PIN, S= SOCKET)
                                        
                                          INSERT ARRENGEMENT
                                          (PER MIL-STD-1560)
                          
                                         
                                          SHELL SIZE (EXAMPLE: 19) 
                                         
                                          CLASS  WITH MOD-023=OLIVE DRAB CADMIUM
                                          CLASS E=NICKEL                                                                                                                                              
                                      
                                          SHELL STYLE 
                                          PLUG CONNECTOR
                                   
                                          CONNECTOR SERIES
                                          MIL-DTL-38999 SERIES IV

B ACCESORY THREAD
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