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SHELL SIZE
ALTERNATE MASTER

KEYWAY POSITION OC�$�

N A B C D

9 95�$� 77�$� - - 113�$�

11 95�$� 81�$� 67�$� 123�$� 109�$�

13 95�$� 75�$� 63�$� 127�$� 115�$�

15 95�$� 74�$� 61�$� 129�$� 116�$�

17 95�$� 77�$� 65�$� 125�$� 113�$�

19 95�$� 77�$� 65�$� 125�$� 113�$�

21 95�$� 77�$� 65�$� 125�$� 113�$�

23 95�$� 80�$� 69�$� 121�$� 110�$�

25 95�$� 80�$� 69�$� 121�$� 110�$�

SHELL SIZE PART NUMBER
 �#�.016

+.001
-.005

+.001
-.005

 �#�.005
E MAX.

9 DJT11H09-xxP/Sx .750 .572 .672 .681 .924

11 DJT11H11-xxP/Sx .844 .700 .781 .790 .924

13 DJT11H13-xxP/Sx .969 .850 .906 .915 .924

15 DJT11H15-xxP/Sx 1.094 .975 1.031 1.040 .924

17 DJT11H17-xxP/Sx 1.218 1.100 1.156 1.165 .924

19 DJT11H19-xxP/Sx 1.312 1.207 1.250 1.259 .924

21 DJT11H21-xxP/Sx 1.438 1.332 1.375 1.384 .924

23 DJT11H23-xxP/Sx 1.563 1.457 1.500 1.509 .924

25 DJT11H25-xxP/Sx 1.688 1.582 1.625 1.634 .924
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7.MATERIAL:
  SHELL - CARBON STEEL
  CONTACTS - NICKEL IRON ALLOY.
  GLASS - COMPRESSION GLASS.
  SEALS - DEUTSCH FLUID RESISTANT SILICONE ELASTOMER.
  INSERT - RIGID DIELECTRIC PLASTC (SOCKET CONNECTOR).
 
6.FINISH:
   SHELL-TIN PER MIL-T-10727 OVER NICKEL PER QQ-N-290.
   CONTACTS-GOLD PLATED PER MIL-G-45204, TYPE II, CLASS I OVER NICKEL
 
5.THIS CONNECTOR WILL INTERMATE WITH APPLICABLE MIL-C-38999 SERIES I
  TYPE CONNECTORS.
 
 4.PART NUMBER EXAMPLE:
 
 
 
 
 
 
 
 
 
 
 
 
  FOR AVAILABLE SHELL SIZES AND ALTERNATE KEYWAY POSITIONS CONSULT THE
  FACTORY.
 
  FOR INSERT ARRANGEMENT INFORMATION SEE DEUTSCH DRAWING 1225-201-0000.
 
1.DIMENSIONS ARE INCHES UNLESS OTHERWISE SPECIFIED.
 
NOTES: UNLESS OTHERWISE SPECIFIED.

KEYWAY POSITIONS N,A,B,C AND D
CONTACT TYPE: P=PIN, S=SOCKET
INSERT ARRANGEMENT
SHELL SIZE
CLASS H=HERMETIC
SHELL STYLE 11=RECEPTACLE, SOLDER MOUNT
BASIC IDENTIFIER

DJT  11  H  11-99  P/S  x

MAIN POLARIZING
KEYWAY

RECOMMENDED
MOUNTING HOLE

(FRONT MOUNTING ONLY)
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