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TABLE 1

SHELL

SIZE

A

THREAD

ØB

MAX

ØG

MIN

ØH

MAX

C

MAX

D

MAX

E

MAX

F

MAX

K

+/- 0,5

ES

MAX

KS

+/- 0,5

RECOMMENDED

BOOT SIZE

09 M12 x 1.0
18,0 6,8 13,5 13,1 17,6 25,7 25,5 17,5 21,5 16,3

202 K 121

11 M15 x 1.0
21,0 9,8 15,5 13,9 18,4 26,7 27,3 17,5 24,6 17,2

202 K 121

13 M18 x 1.0
24,5 13,6 19,7 14,5 19,3 31,2 28,7 20,0 28,6 19,4

202 K 142

15 M22 x 1.0
29,0 15,8 21,3 15,5 19,6 37,2 30,2 24,5 31,3 21,0

202 K 142

17 M25 x 1.0
32,5 18,9 24,5 16,1 20,4 40,2 31,9 26,7 34,5 22,8

202 K 153

19 M28 x 1.0
35,5 21,8 26,5 16,8 20,8 44,7 33,5 27,0 38,7 25,3

202 K 153

21 M31 x 1.0
37,0 25,2 31,0 17,1 21,6 49,2 35,1 30,5 41,0 26,1

202 K 153

23 M34 x 1.0
40,0 27,4 34,5 17,7 22,5 51,7 36,7 31,5 43,9 27,6

202 K 163

25 M37 x 1.0
43,5 30,4 36,6 18,4 22,9 53,2 38,1 28,5 46,7 29,1

202 K 163

THIS IS OLD VERSION, SEE DMTEC FOR LATEST VERSION

CODE MATERIAL / FINISH 

1-C ALUMINIUM / ELECTROLESS NICKEL

1-B ALUMINIUM / CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

1-ZB ALUMINIUM / ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

1-G
ALUMINIUM / BLACK ANODISE, SULPHURIC

1-ZN ALUMINIUM / ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

4-J STAINLESS STEEL / PASSIVATE

2-Z NICKEL ALUMINIUM BRONZE / SHOT BLAST


