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 S02-02-R-BMS 16.50 (.650) 2.65 (.105) 3.68 (.145) 8.25 (.325) 3.68 (.145) 1.40 (.055) 0.75 (.030) 2.65 (.105) 7.50 (.295) 
 S02-03-R-BMS 16.50 (.650) 4.30 (.170) 5.08 (.200) 8.25 (.325) 5.08 (.200) 2.15 (.085) 1.25 (.050) 4.30 (.170) 7.50 (.295) 

 
 
MATERIALS 
1. INSULATION SLEEVE: Heat-shrinkable, transparent blue, radiation cross-linked polyvinylidene fluoride. 
2. SOLDER PREFORM WITH FLUX AND THERMAL INDICATOR: 
    SOLDER:     TYPE  Sn63 per ANSI-J-STD-006. 
    FLUX:          TYPE  ROL1 per ANSI-J-STD-004. 
    THERMAL INDICATOR: Color change from violet to colorless. 
3. MELTABLE RING: Environment resistant thermoplastic.  Color: Blue. 
4. GROUND LEAD: BMS13-48T08C01G022.  Color: Pastel Green  
 
APPLICATION 
1. These parts are designed to provide an environment resistant shield termination on cables meeting the following criteria:   
 Dimensions: Per table.   Jacket rating: 125C. 
 Shield plating: Tin or silver.    
2. –Deleted- 
3. For assembly information, refer to Raychem document RCPS-100-70. 
 
 
Note: For best results, prepare the cable as shown:  
 
 
 
 
 
 
 
 
 
 
 

 

 

 


