
MINING REPAIR SLEEVE (MRSM/MRS)
2 kV, HEAT-SHRINK, WRAPAROUND, FLAME RETARDANT

• Easy to use

• Flexible

• MSHA approved

KEY FEATURES TE Connectivity’s (TE) Raychem MRSM/MRS repair sleeves provide an 
efficient method of repairing insulation on flexible cables up to 2 kV, and also 
helps in repairing damaged jackets on High Voltage cables where a splice is 
not required.

The MRSM/MRS is specially formulated to be flame retardant and its flexible 
wraparound sleeve installs easily to restore and repair trailing cables. 

ENERGY /// MINING REPAIR SLEEVE (MRSM/MRS)

Customers can count on consistent, high quality products, driven by TE’s 
proven innovation and backed by our extraordinary customer support.
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in this brochure, TE does not guarantee that it is error-free, nor does TE make any other representation, warranty or guarantee 
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ENERGY /// MINING REPAIR SLEEVE (MRSM/MRS)

TE’s MRSM/MRS is MSHA approved. 

(No P-137-MSHA); (P-07-KA090012-MSHA)

PRODUCT SELECTION INFORMATION: INCHES (mm) 
Description Cable Use Range

(min - max)
Sleeve 
Length

Standard Pack
(pcs./Box)

MRS-12-10 1.00 - 1.60 (25 - 41) 10 (254) 20

MRS-12-24 1.00 - 1.60 (25 - 41) 24 (610) 10

MRS-34-24 1.60 - 2.30 (41 - 58) 24 (610) 10

MRS-34-30 1.60-2.30 (41 - 58) 30 (762) 10

MRS-56-30 2.30 - 3.50 (58 - 89) 30 (762) 10
 Dimension values provided are typical. 

REFERENCE DIMENSIONS FOR FEILD CUTTING OF CRSM: INCHES (mm)
Damage Length Total Seal Length

<3 (<76) 3 (76)

3 - 12 (76 - 305) 4 (102)

12 - 24 (305 - 610) 6 (152)

> 24 (>610) 8 (203)

ORDERING INFORMATION
Kit includes wrap around sleeve and stainless steel channel closure

Kit does not contain connectors.

Bulk options are also available. Consult your TE Connectivity representative.

TECHNICAL REPORT

Related test reports: EDR-5028


