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AMP MCX Right–Angle Cable Plug (Crimp
Attachment) 1362991–1 is designed to be crimped
onto coaxial cable sizes 179, or 187, using the
following tools:
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The plug consists of a housing, cap, and ferrule.
Refer to Figure 1.
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1. Slide the ferrule onto the cable. Strip the cable
to the dimensions shown in Figure 2. Take care not
to nick the center conductor. Flare the cable braid.

2. Secure the housing in a small bench vise.

3. Tin the center conductor.

4. Insert the center conductor into the housing.
See Figure 3, Detail A. Make sure that the center
conductor is positioned in the slot of the contact
inside the housing. Slide the center conductor

against the housing dielectric. Do not allow braid to
enter the housing. See Figure 3, Detail B.

5. Place soldering iron on tip of center contact, and
solder.
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Figure 3
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6. Slide ferrule over cable braid and against
housing. Then crimp the ferrule in place using the
.128 inch hex crimping chamber. Refer to Figure 4,
Detail A. Trim excess braid strands.

7. Place cap into opening in housing, and either
press, or solder or epoxy into place. Refer to
Figure 4, Detail B.
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Figure 4
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Since the previous release of this document:

� Tyco Electronics’ hand tool and crimp die
replaced the M/A–COM versions

� Format was updated to current corporate
requirements


