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Issued to:  TE Connectivity Industrial GmbH 

Bernrieder Strasse 15, 

94559 Niederwinkling GERMANY 

   

This is to certify that 

representative samples of 

 COMPONENT - OUTLET BUSHINGS AND FITTINGS 

Refer Addendum Page For Models/Product 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 514B - Standard for Fittings for cable and Conduit 

C22.2 No. 18.3-04 - Standard for Fittings for cable and 

Conduit 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
The UL Recognized Component Mark generally consists of the manufacturer’s identification and catalog 
number, model number or other product designation as specified under “Marking” for the particular 
Recognition as published in the appropriate UL Directory.  As a supplementary means of identifying products 
that have been produced under UL’s Component Recognition Program, UL’s Recognized Component Mark: 

, may be used in conjunction with the required Recognized Marks.  The Recognized Component Mark is 
required when specified in the UL Directory preceding the recognitions or under “Markings” for the individual 
recognitions. 
 
Recognized components are incomplete in certain constructional features or restricted in performance 
capabilities and are intended for use as components of complete equipment submitted for investigation rather 
than for direct separate installation in the field.  The final acceptance of the component is dependent upon its 
installation and use in complete equipment submitted to UL LLC. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Models/Product 
Component - Liquidtight flexible cord connectors,         Cat. Nos. Cat. Nos. V x y z c followed by 
00010000 denoting internal codes and packaging. 
 
Where: x denotes either  A – for nickel plated 
     C – for chromated 
     D – for black chromated 
 
  y denotes either  M – for metric threads 
     P – for PG threads 
     T – for trapezoidal threads 
 
  z denotes either 160 – PG16 
200 – M20x1,5 
     210 – PG21 
     290 – PG29 
     250 – M25x1.5 
     320 – M32x1.5 
     400 – M40x1.5  
         
  c denotes either  V04 – 9.5 (0.37) - 12.5 mm(0.49 in)clamping range 
     V01 – 13.2 – 15.2 mm (0.52 – 0.60 in)clamping range 
     V02 – 13.2 – 18.3 mm (0.52 – 0.72 in) clamping range 
     V03 - 21.7 - 26.1 mm (0.85 – 1.03 in) clamping range 
 

http://ul.com/aboutul/locations/

